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Editorial

Dear Customers,
Dear Business Partners,

with this catalogue we would like to invite you to explore the multi-faceted
world of modern electronic installation devices. There is so much waiting
to be discovered. But regardless of which product you choose, with

ABL SURSUM you are choosing TRADITION and QUALITY, INNOVATION
and EMOTION.

We are a traditional family-owned company and are filled with pride that,
more than 80 years after the invention of the SCHUKO system, we are able
to offer you one of the most extensive ranges of products in the area of
electrical installation technology in a time of rapid change and accelerating
globalisation.

Quality is the decisive factor for us. With proven materials, first-class
workmanship and the highest quality standards, ABL SURSUM products
are ideal for use in industry and small trade.

Only those who are open to change will be successful in the future. This
guiding principle is what motivates us daily to make sure that we always use
state-of-the-art technology, do not remain still, and continuously develop
products innovatively for our customers with the most modern means
available.

At ABL SURSUM, emotion is the enthusiasm for successful products.

That is why we always work closely with our customers and can meet their
specific requirements and offer individual solutions as quickly as possible.
Our excellent service is always at your side, ready to provide support.

Sincerely

Jh‘{ﬂu JLLI-HH

Dr. Stefan Schlutius
CEO
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Your direct line to us

We see service as a top priority - and our customers
realise and appreciate it!

Every order contains special requirements, requires
competent advice, needs efficient, cost-effective solutions
and, of course, must be fast.

Those are exactly the strengths of ABL SURSUM:

e open to the technical problems and individual requirements
of our customers

e proximity to customers and flexibility in working out
individual solutions

e advice and problem analysis with the excellent technical
qualifications of our employees

e fast offer and order processing
¢ high degree of vertical integration in-house

e \Various designs made of polyamide or rubber, also as case
models or rubber free-standing distribution units

e Demand-oriented warehousing — this means for you as
a customer: short delivery times for all standard items

e Maximum delivery time of two weeks for customised products

e On request, creation of dimensional drawings of our
special combinations

e High degree of on-time delivery using a finely-meshed
distribution network and sufficient stock-keeping

Sales/Technology

Telephone: +49 (0)9123/188-126 and +49 (0)9123/188-164
Fax: +49 (0)9123/188-180
E-mail: kombis@abl-sursum.com

Detailed information can be found at:
www.abl-sursum.com



Table of contents

ABL SURSUM - the company

Unlimited areas of application

You can count on that

Better materials are decisive

Technology in detail

Tested and approved

Size comparison of basic housings

Socket outlet combinations housing series 51

Socket outlet combinations housing series 52

Socket outlet combinations housing series 53

Socket outlet combinations housing series 59

Socket outlet combinations housing series 60

Socket outlet combinations housing series 45

Socket outlet combinations housing series 54

Weather protection hoods stainless steel

Power cubes

Socket outlet cases and free-standing distribution units
Rubber free-standing distribution units housing series 68
Rubber free-standing distribution units housing series 78
Rubber socket outlet case housing series 58

Rubber wall-mounted distribution units housing series 88
Rubber wall-mounted distribution units housing series 98
Rubber multiple socket outlet housing series 48
EventLine

Socket outlet case housing series 45

Socket outlet case housing series 55

Socket outlet case housing series 73

CEE Switched interlocked wall-mounted
socket outlets

with DIN rail

with Neozed fuse base

with MCBs

CEE Wall-mounted socket outlets with protection
CEE Socket outlet combinations

Planning form, template

ABL SURSUM - range of products

Article number directory

Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page
Page

Page
Page
Page
Page

Page
Page
Page
Page
Page

06
10
12
14
16
24
29
34
36
39
41
46
54
57
62
64
70
72
76
80
82
84
86
88
20
94
9

102
108
110
112

112
115
117
118
124



ABL({ )SURSUM

MADE IN
GERMANY

From conception
to delivery

We are oriented towards the requirements of the national
and international markets and the desires of our customers
which we approach passionately with a wealth of ideas,
engineering skills and the power of innovation.

Location:
Innovative products from Lauf

With a wide range of more than 7,000 products, the traditional
German company ABL SURSUM delivers to markets all around
the world.



Development:

Everything in-house

Every new product begins with an idea. In order to implement it,

a lot of experience and the right tools are needed. That is why
development at ABL SURSUM is not only carried out with the most
modern CAD software available, but also in constant dialogue with
customers. Because it is only with exact knowledge of products
and markets that one can create innovative, need-based products.

Tool and equipment manufacture:
Focus on quality

The quality of a production starts with the right production facilities.
That is why ABL SURSUM builds and maintains its own custom
plastic and metal machining tools. At the same time, a large
proportion of the machines and equipment are constructed in our
own equipment manufacturing facilities. Because if you plan and
build something yourself, you can maintain it optimally, adjust it to
meet new challenges and constantly develop it further.

Vertical integration:
Greatest perfection down to the smallest detail

Even the smallest detail can be decisive in determining the
perfection of the whole. The extensive vertical integration of
ABL SURSUM guarantees the highest quality and dimensional
accuracy over a product’s entire life cycle. An Acquisition
Management perfectly harmonised with Production allows
materials to be available on time without interruption of

work flow.

Final assembly:
Combining know-how and technology

Experienced, qualified employees and a high level of automation
enable on-time production, while maintaining a consistently high
level of quality. Because only high-quality products are convincing
in the long term.
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Quality control:

No compromises

Permanent quality monitoring with the assistance of the most
up-to-date inspection procedures is a matter of course at
ABL SURSUM. That is why there are no compromises when
it comes to monitoring ongoing production and the final
inspections.

ABL SURSUM is also certified according to DIN ISO 9001.

Logistics:

Service begins with delivery

In this day and age of tighter and tighter schedules, a well-
organised distribution network and modern logistics ensure
on-time delivery to both domestic and foreign markets. This
ensures that ABL SURSUM with an export rate of over 50%,
can deliver daily on-time to numerous customers all over the
world.




Our agents
in Germany

We are available for you -
wherever you are

Representatives throughout Europe:

Belgium [taly Portugal
Denmark Latvia Romania
Estonia Lithuania Sweden
Finland Luxemburg Switzerland 1
France Netherlands Slovakia Wilhelm K. Junge
) Inh. Klaus Kuhlmann
Greece Norway Spain Papenreye 63
Great Britain Austria Czech Republic 22453 Hamburg
Telefon: 0 40/5 53 71 65
Ireland Poland Hungary Telefax: 0 40/5 53 71 80
E-Mail: wkjunge@aol.com 8
Steffen Aehnelt

International representatives:

2

Elektrotechnische
Handelsvertretung
Steffen Klewe
Angermiinder Str. 1 d
12305 Berlin

Seminarstr. 28

06618 Naumburg
Telefon: 0 34 45/23 73 96
Telefax: 0 34 45/23 73 99
Mobil:  0172/8 50 98 57

Egypt Chile Canada Russia Ukraine Belarus E-Mail: steffen.aehnelt@
. ) . ) Telefon: 0 30/72 01 60 19 abl-sursum.com
Argentina China Croatia Singapore USA Telefax: 0 30/72 01 60 21
Azerbaijan Georgia Morocco South Africa Venezuela E-Mail: 9
Bolivia India Mexico Taiwan United Arab Emirates info@handelsvertretung-klewe.de ABL SURSUM )
) : : ) nternet: Bayerische Elektrozubehér GmbH
Bosnia Herzegovina Iceland New Zealand Thailand Vietnam www.handelsvertretung-klewe.de & Co. KG
Ottensooser StraBe 22
3 91207 Lauf/Pegnitz
Geisthardt GmbH Telefon: 0 91 23/1 88-0
Gewerbepark 8 Telefax:
26209 Hatten-Munderioh 091 23/1 88-188, -189
Telefon: 0 44 82/92 88-12, -13 E-Mail:
Telefax: 0 44 82/92 88-99 info@abl-sursum.com
E-Mail: Internet:

matthias@geisthardt.de
Internet: www.geisthardt.de

www.abl-sursum.com
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4 Julius Vogt GmbH
Frank Birr Am Wasserturm 4
Kurzer Weg 2 66265 Heusweiler-Holz

39291 Lostau

Telefon/Telefax: 039 222 /67 336
Mobil: 0172/3 51 88 44

E-Mail:
frank.birr@abl-sursum.com

Telefon: 0 68 06/98 58-0
Telefax: 0 68 06/80 01 90
E-Mail:
info@vogt-online.de
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5/6 Roland Gohl GmbH
SCHARDT oHG BachstraBe 13

Elektro-System-Technik
Bunsenstrae 10
42551 Velbert

72669 Unterensingen

Telefon: 0 70 22/24 45 45
Telefax: 0 70 22/24 45 40

Telefon: 0 20 51/28 06-0 E-Mail:
Telefax: 0 20 51/28 06-29 info@gohlgmbh.de
E-Mail: Internet:

info@schardtohg.de
Internet: www.schardtohg.de

www.gohlgmbh.de
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7 Industrievertretung
Rainer Erk Jana ClauB
Werner v. Siemens StraBe 6a Klingbauerweg 1
63486 Bruchkdbel 85123 Karlskron

Telefon: 0 61 81/70 96 53
Telefax: 0 61 81/78 00 20
E-Mail: RainerErk@t-online.de

Telefon: 0 84 50/92 55 00
Telefax: 0 84 50/92 55 01
E-Mail: jana.clauss@gmx.net
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Unlimited areas of
application

Maximum diversity of models
for many different applications
characterise ABL SURSUM’s
wide range of products.

Almost unlimited combination
possibilities with CEE and
SCHUKO socket outlets in
degrees of protection IP44 and
IP67, as well as the protection
provided by high performance
RCBOs and MCBs, can be
manufactured for almost every
individual wish.

Socket outlets in many country
versions make our combinations
well-suited also for international
applications.




Areas of application

e |nstallation companies

e Machine shops

e Plastic and metal
processing companies

e Machine tools

e Assembly lines

e Logistics companies

e Service cars

e Car repair shops

e Car body construction

o All types of small trade

* Metalworking workshops
e Plumbers workshops

e Industrial bakeries

e Butchers plants

e Canteen kitchens

-1

e |aboratories

e Weekly/ farmers’ markets

e Market places

e Civil engineering, road
construction

e Airports, train stations,
multi-storey car parks

e Agriculture

¢ Navigation, port facilities
and boating slips

e Concert and theatre events

e Camping sites

* Household

11
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You can count on that

We leave nothing to chance. Safety is
the first priority at ABL SURSUM.
Therefore, we thoroughly check every
socket outlet combination configured
by us, down to the smallest detail.

Before we discharge them into their hard
every-day worklife, our products must first
pass a comprehensive single-part inspection
according to EN 60439-1 in our test labs.

All results are, of course, documented

and made available to our customers if
desired.



Your requirements are our mandate

All socket outlet combinations, free-standing distribution units and
power cubes can be configured according to your individual wishes
and requirements. The specialists in our project department will
implement your wishes directly. Without any ifs and buts.

Even for only one unit!

To make your waiting time as short as possible, the delivery
period for custom-made items is @ maximum of two weeks from
\\ confirmation of order. This is made possible by a highly specialised
| team of employees who manufacture and test every single
—— == | combination manually.

Try us out - you will find a template for the planning form on
page 117. Or fill out the form online under:

‘ = === ] www.abl-sursum.com/planungsformular.html
——— ||
‘ ; -_- = - el
| = e |
‘ i 2T 2
\—=F =
| =
-'T-.-. g
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Better materials are decisive

One of the great driving forces behind our worldwide
success is the permanent pursuit of progress.

True to the motto ,If you don‘t go forward, you go
backwards“, we now make the new housing series B 51,

B 52, B 53, B 54, B 59 and B 60 from a new housing material
that proves itself with considerably improved electrical,
mechanical and thermal properties.

PBT/PC-Blend is the name of the new engineering plastic -
a mix of materials that cleverly combines the advantages
of its individual components and enables the material to
be used reliably for highly complex applications.

And as a small side effect, the housings now appear to
be slimmer and more elegant due to the new colouring
of the bottom parts - even though the dimensions remain
unchanged.

NEW
HOUSING
MATERIAL B




e}

Series 59 i

Series 54

Plastic housing for switching devices h !
and socket outlet combinations

Series B 51, B 52, B 53, B 54, B 59, B 60 Series 60

Improved dimension stability and rigidity

High resistance to temperature and impact Series 53
Good resistance to weathering, UV and ozone

' S .
Halogen-free - s |
Excellent creepage resistance =
=

Resistant to many chemicals Series 52
Outer metal parts in rustproof design

Degree of protection IP44 as standard, higher degrees of protection

can be delivered on request

e Different housing colours can be delivered (with a certain quantity — on request) Series 51

Solid rubber housing for switching devices and
socket outlet combinations

Unbreakable, impact-resistant and wear-proof
Halogen-free

Good resistance to weathering, UV and ozone
Flame-resistant and self-extinguishing

Resistant to showers of sparks and to welding spatter
Resistant to many oails, fats, acids and petrol

Outer metal parts in rustproof design

Degree of protection IP44 as standard,

higher degrees of protection can be delivered on request
e (Can also be delivered for mobile applications

(with flexible input lead)
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Problem: condensed water in electrical systems

For housings with a high degree of protection and thus a high
degree of leakproofness, condensed water forms inside if there
are temperature differences between the inside and outside
temperatures.

Temperature variations do not only occur due to thermal influences
from outside — the inner temperature can also increase due to the
power loss of the devices installed.

The warmer inner air naturally enriches itself with moisture from
outside since the housing is not completely gastight.

If the housing now cools down e.g. by switching off the system,
the air inside re-releases the moisture and this forms as a film of
condensed water on the cool housing walls.

Small drops form gradually, which then flow to the lowest point
of the housing.

Less relevant is the problem of condensed water formation with
normal installation in rooms. As an exception here, the conditions
should be mentioned by which high humidity and large temperature
variations occur like e.g. canteen kitchens, laundries, car washes
etc.

Special caution is necessary with installations of unprotected
electrical systems outdoors.

Here the danger of condensed water forming is especially high due
to the change between day and night, strong sunshine and cool
weather conditions, and the corresponding temperature differences
between inside and outside air.

16

Technology in detail

Measures against formation of condensed water

e Choosing the installation location
A first aspect is the choice of installation location. Here one
can try to avoid large temperature differences in advance.

¢ Technical measures
In every wall-mounted enclosure from ABL SURSUM there is
a default potential opening at the lowest point.
Collected condensed water can flow through here after
puncturing.

Pressure compensation membrane M 12 x 1,5

The best solution, however, is the installation of a pressure
compensation membrane. This has an air outlet of up to 120 litres
per hour at a pressure difference of 70 mbar. It makes possible
even high degrees of protection like IP67 and can be mounted for
wall thicknesses of up to 4 mm.

Connection thread

M12x1,5

Mounting in wall thicknesses of up to 4 mm
Material polyamide

Colour black

Note delivery incl. counter nut

Packing unit 5 pieces

Article No. 8990900



IP degrees of protection acc. to EN 60529

Depending on application and load, switching devices and socket
outlet combinations require the appropriate degree of protection.
This is characterised by IP and a following number.

The first code number specifies the degree of protection against
foreign bodies entering; the second code number specifies the
degree of protection against water entering.

Thus e.qg. electrical equipment, which is used unprotected outside,
must at least have IPX3.

1 Protection against e Protection against
EEED foreign bodies enterin ELE water entering with damaging effects e
number 9 9 number 9 ging
0 Not protected 0 Not protected
Protected against foreign bodies @ 50 mm and bigger 1 Protected against dripping water
Protection against touching dangerous parts with the back of the hand. Definition: Drops falling vertically must not have any damaging effects.
Protected against foreign bodies @ 12,5 mm and 80 mm long Protected against dripping water up to 60° to the vertical
2 The structured test item must be a sufficient distance from 2 Definition: Drops falling vertically must not have any damaging effects if '
dangerous parts. the housing is angled up to 15° on both sides of the vertical.
Protected against foreign bodies @ 2,5 mm and bigger Protected against spray water up to 60° to the vertical
3 Protection against touching dangerous parts with a tool 3 Definition: Water that is sprayed at an angle of up to 60° on both sides of m
(The touch probe of 2.5 mm diameter must not be able to enter). the vertical must not have any damaging effects.
. . . . Protected against splash water from all directions
Protected against foreign bodies @ 1 mm and bigger . . . o
4 (The touch probe of 1.0 mm diameter must not be able to enter) 4 Definition: Water that splashes against thelhousmg from all directions &
must not have any damaging effects.
Dust-protected Protected against jet water from all directions
5 Protection against touching dangerous parts with a wire 5 Definition: Water that is directed as a jet against the housing from all M
(The touch probe of 1.0 mm diameter must not be able to enter). directions must not have any damaging effects.
Dust-proof Protected against strong jet water
6 Protection against touching dangerous parts with a wire 6 Definition: Water that is directed as a strong jet against the housing
(The touch probe of 1.0 mm diameter must not be able to enter). from all directions must not have any damaging effects.
Protected against the effects when submerged temporarily under
specified pressure and time conditions
7 Definition: Water must not enter in an amount which causes damaging
effects if the housing is temporarily submerged in water under
standardised pressure and time conditions.
Protected against the effects when submerged long-term
under specified pressure for a defined period of time
Definition: Water must not enter in an amount which causes damaging
8 effects if the housing is submerged long-term under water, under
conditions which must be agreed on between manufacturer and user.
The conditions must, however, be more difficult than those for code
number 7.
Example IP 44:

1st code number = 4 (protection against foreign bodies bigger than 1 mm @)
2nd code number = 4 (protection against splash water from all directions)

17
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Outer diameter of standard cable cross sections*

What diameter has an NYY 4 x 67 Does it still fit in a M25 cable

gland or do you need a size 327
The following tables should help you with the choice.

Cable cross section

[mm?]
1x10
1x16
1x25
1x35
3x15
3x25
3x4
3x6
3x10
4x1.5
4x25
4 x4
4x6
4x10
4x16
4x25
4 x 35
4 x50
4x70
5x1.5
5x2.5
5x4
5x6
5x10
5x16
5x25
7x1.5
7x25

NYM

8.4-9.5
9.9-11

9.1-10.5
10.4-11
11.9-18
13.4-15
9.8-11
11.3-12.5
13.8-14.5
15.1-16.5
17.9-18.5
22.0-23.5
26.9-28.5

10.8-12
12.2-18.5
14.9-16.5

16.3-18

19.6-20

24.4-26
29.4-31.5

11.6-13
13.1-14.5

NYY
Cable diameter in mm
10.0-10.5
11-12
13-14
14-15
12.0-12.5
13
15-16
16-17
18-19
13.0-13.5
14.0-14.5
16.0-17.5
17-18
19-20
22-23
28
26-30
30-35
34-40
14-15
15-16
16.5-17
19
21
24
15-16
16.0-16.5

Abbreviations for cables and leads

NYM
NYY

HO7RN-F Rubber hose

Light plastic-sheathed cable
Cable with plastic sheath

HO7RN-F

8.0-10.4
9.6-12.4
12.7-16.2
14.1-18.0
19.1-24.2
9.0-11.6
10.7-13.8
14.0-17.9
15.7-20.0
20.9-26.5
28.8-30.1
28.9-36.6
32.5-41.1
37.7-47.5
42.7-54.0
9.8-12.7
11.9-16.3
16.6-16.9
17.6-22.2
22.9-29.1
26.4-33.3
32.0-40.4
14.0-17.5
16.5-20.0



Selection table for cable glands* Clamping areas for metric cable glands*

Our switching devices and socket outlet combinations have grom-
mets and blanking plugs as standard.
Of course, we are happy to install cable glands on request.

Cable cross section NYM NYY HO7RN-F Size Cable gland Grommet
[mm3] Clamping area [mm] Let-through [mm]
1x10 M16 M20 - M12 357 -
1x16 M20 M20 - M16 4.5-10 5-10
1x25 - M20 - M20 7-13 8-13.5
1x35 - M25 = M25 9-17 9-16
3x15 M20 M20 M16 M32 11-21 11-22
3x2,5 M25 M20 M20 M40 19-28 17-34

3x4 M25 M25 M25 M50 27-34.5 22-35
3x6 M25 M25 M32 M63 34-45 24-43
3x10 - M32 M40
4x15 M20 M25 M25 Grommet:
4%25 M20 M25 M25 e Use in installation areas without special requirements
4x4 M25 M25 M32 e Without strain relief
4x6 Vo5 Va2 Va2 e Degree of protection IP54
4x10 M32 M32 M40 Cable glands:
4x16 M40 M40 M0 e Integrated strain relief
4x25 M50 M50 ME3 e | arge sealing and clamping area
4x35 - M50 M63 e Degree of protection IP68 — 5 bar (30 min)
4 x50 - M50 M63 *
4x70 - M63 M63 *
5x1,5 M20 M25 M20
5x2,5 M25 M25 M25
5x4 M25 M32 M32
5x6 M32 M32 M32
5x10 M40 M40 M40
5x16 M40 M40 M50
5x 25 M50 - M63
7x15 M25 M25 M32
7x25 M25 M32 M32

*) All details are to be viewed as average values (subject to change without noticel)
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Self-closing hinged lid with spring mechanism

e Transparent window with lock screw(s)

e Can optionally be locked and sealed

¢ The hinged mechanism provides a certain basic protection
against penetration of moisture and foreign bodies even with
lock screws not tightened

e |nstallation devices are easily accessible via wide-opening
window

Everything from one source

The miniature circuit breakers (MCBs) and DIN rail panel products
used are all produced by us. This ensures optimum quality
management for every single part of our socket outlet combinations.

Miniature circuit breakers are available in the following versions:
e Switching capacity 6/10 kA
e B, C, D, K, and Z characteristics

RCCBs are available in two versions:
e Type A, sensitive to pulsating currents
e Type B, sensitive to universal current

Our product range also includes a wide range of
DIN rail panel products:

e Switches, pushbuttons, light signals

e Mechanical and electronic relays and mechanical impulse
switches

e Mains monitoring, installation contactors

e Time switches

e Safety transformers



Socket outlets with self-closing hinged lid

e Socket outlets made of break-proof thermoplastic
e Degrees of protection IP44, IP54, IP55
e Screw terminals or
plug2power screwless connection technology
e increased protection against touching (socket cover), optional

Optimally equipped for international applications

Socket outlets from different earthing systems (depending on
the respective installation devices) can be installed.

Country-specific versions for:

Belgium, France, Czech Republic, Poland acc. to CEE 7/V
Switzerland, SEV types 13, 15, 23, 25

USA acc. to UL C22.2 No. 42

Canada acc. to CSA C22.2 No. 42

British Standard acc. to 1363

Czech Republic acc. to CSN standard 354517

Safety first

e |nsulated mounting of panel-mounted socket outlets to the
housings by means of plastic nuts

21
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Easy retrofitting

Mostly standardised flange dimensions for standard types
e.g. CEE 16/32 A 6h

CEE socket outlets are wired for clockwise rotating fields
as standard

= W™  (Clear structure

e (Clearly laid-out structure and wiring using numbered

current paths of the corresponding protection devices

Simple and easy installation

Cable entry above or below, depending on housing type
Large connection space

Pre-installed contact terminals for feed cable
Self-sealing grommets or blind plugs included in scope
of delivery

Clearly reduced installation effort compared to
single-device installation



Universal installation

e Internal, sealed-off 4-fold or 6-fold mounting
for secure wall-mounting

e Alternative stainless steel wall-mount holder
for external installation
(mounting kits can be supplied on request)

Freely expandable

e Housing combinations can be arranged as required by flanging
individual housings together horizontally and/or vertically.

r ., II"u, I -};'.i it i Safety taken seriously
. A N
W
:.'l'::::q‘_ . | , e Single-part inspection with inspection record acc. to EN 60439-1
; =y e e Storing of inspection and product data
- e Quality Management System in compliance with

" i A\~ DIN ISO 9001:2000

23
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Zertifikat

Germany

Germany

Belgium

Netherlands

France

Austria

Switzerland

Poland

Czech Republic

Finland

Tested and approved

The name ABL SURSUM stands for the highest quality.

Our products are often subjected to extreme conditions. In order
to ensure that these products can stand up to these requirements,
we constantly test them in our laboratories. In addition, we take
national and international certification very seriously and have this
carried out by independent renowned institutions. Only products
fulfilling all of these criteria are used worldwide and earn our name.

CE label

C€

The CE label indicates the product safety of certain products
according to EU Law.

By bearing a CE label, the manufacturer confirms that the
product is in compliance with the valid European directives.
A CE label does not allow one to see whether the product
was inspected by independent agencies as to conformity
with regulations.

The CE label is not a seal of approval or quality label.

Approval

Approval from the country certification agencies that have
approved ABL SURSUM products.

USA
Sweden
®

(N) v s 5,
% Singapore <sp Canada
I 1 \\
i i ;
Y j Malaysia @ Russia

USA ;
'(.@'L China
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Inspection record for socket outlet combinations

Single conformity inspection acc. to EN 60439-1, section 8.1

Customer [

Article number |

Quantity [

Inspected by ~ Buchner

The following inspections have been performed as prescribed:

[ 1. Visual inspection

[] 2. Completeness of labelling

I:l 3. Functional inspection

[ 4. High-voltage inspection 3,000 V AV, 1 sec

[ 5. Protective conductor inspection

[ 6. RCCB inspection [ 1mA

[_1 7. Functional check of the residual current test button
I:l 8. Check of rotating field direction

[1 9. Main switch functional check

] 10

Place, date  Lauf/Pegnitz, |

Signature

ABL SURSUM Bayerische Elektrozubehér GmbH & Co. KG
Ottensooser Strasse 22 - D-91207 Lauf/Pegnitz

Telephone: +49 (0)9123 188-0 E-mail:  info@abl-sursum.com
Fax: +49 (0)9123 188-188 Internet: www.abl-sursum.com

Long-term success is always related to customer satisfac-
tion and therefore to quality and reliability.

The consistently high quality of our products is the result of the

comprehensive technical know-how and long-standing experience

of our employees. Product development, in-house tool/equipment

manufacturing as well as component manufacturing in plastic and

metal engineering, and final assembly: almost all steps of the value
chain are performed at ABL SURSUM. This is what gives us the

edge in technical know-how and marketability for the benefit
of our customers.

EN 60439-1

This standard applies to low-voltage switching device
combinations, as type-tested switching device combinations
and partially type-tested switching device combinations with
a maximum rated voltage of AC 1000 V, for frequencies up to
a maximum of 1000 Hz or DC 1500 V.

Standard EN 60439-1 describes an inspection procedure for
low-voltage switching device combinations under conditions of
an electric arc that may be caused by an internal fault.

This inspection is to test the capability of the switching device
combination to limit personal and device damages caused by
an electric arc.
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CEE Plugs and sockets

AsL@)sursum

CEE17 Plug connection

The generally used term “CEE17 plug connection” is derived from
the standardisation of the CEE Publication 17 from 1966 which is
no longer valid.

For this, the requirements for plug connections for industrial
purposes are described in the

INTERNATIONAL COMMISSION ON RULES FOR THE APPROVAL
OF ELECTRICAL EQUIPMENT (short CEE).

Standardisation IEC

Today, “CEE17 plug connections” for industrial use are
internationally standardised by IEC 60309-1 and IEC 60309-2.
The IEC (International Electronics Commission), located in
Geneva, is a standards organisation working worldwide in the
areas of electronics and electrotechnology.

Standardisation CENLEC

The European Committee for Electrotechnical Standardisation
(short CENLEC) took the standards requirements from IEC 60309
and implemented in European Standard EN 60309 without any
changes.

CENLEC is responsible for European standardisation in the area
of electrotechnology.

Member countries of CENLEC are the national
electrotechnology committees of Belgium, Denmark, Germany,
Estonia, Finland, France, Greece, Ireland, Iceland, Italy, Latvia,
Lithuania, Luxemburg, Malta, Netherlands, Norway, Austria,
Poland, Portugal, Romania, Sweden, Switzerland, Slovakia,
Slovenia, Spain, Czech Republic, Hungary, the United Kingdom
and Cyprus.

26

according to IEC 60309, EN 60309, VDE 0623

RoHS Directive 2002/95/EG

The directive on banning hazardous materials regulates the
limitations for putting lead, cadmium, mercury, hexavalent
chromium, polybrominated biphenyls (PBB) and polybrominated
diphenyl ethers (PBDE) in electric and electronic devices on the
market.

Our industrial plug connections do not fall under the jurisdiction
of the RoHS Directive 2002/95/EG. However, if these were to
be installed in devices or their components which fall under the
jurisdiction of this directive, they would be in accordance with
the restrictions set down in the RoHS directive.

The following devices and components built into devices fall
under the jurisdiction of the RoHS:

Large home appliances, small home appliances, IT and
telecommunication devices, consumer electronics devices,
lighting devices, lamps and lights in households, electric
transformers built into lighting, switches, motion detectors and
ballasts, electric and electronic tools (with the exception of large,
anchored, industrial tools), toys as well as sporting and leisure
devices, automated vending machines as well as the connection
cables and plugs associated with the above.

System for compatibility and distinctiveness

Through the international standardisation of industrial plug
connections, the most important measurements, for example,
are so designed that plug connections with the same rated
currents, rated operational voltage ranges, same number of poles
and frequency from different manufacturers are compatible with
one another.

In addition, 12 different standardised clock-hour positions for the
protective contact, in relation to the non-interchangeable nose on
the protective collar, prevent devices with different rated values
being connected to each other.

If the label of an industrial plug connection has the number “9”
followed by the letter “h” (hour), this gives the position of the
protective contact socket if one looks at the front side of a socket
or connector and compares it to the face of a clock

For this, the slot in the protective collar must be turned to 6 o‘clock.

See page 27 for a table with the clock-face positions.



Clock face position of the protective contact and colour indicator

Round

in UL ve

cording to
ac are available

upon request!

plug connections
rsions
UL 1682/86

Only round plug connections in accordance with VDE 0623

are permitted as three-phase plug connections according to
VDE 0100-550.

Exceptions: domestic installations, sewing halls, laboratories and
such (PERILEX is still used in such facilities).

For alternating-current networks on construction sites, round plug
connections according to VDE 0623 in type EN 60309-2 are
required in addition to the SCHUKO plug connections for difficult
conditions. This is also true for agricultural premises.

At camping sites and boat moorings as well as connections for
caravans, round plug connections acc. to VDE 0623 in type
EN 60309-2 are required according to VDE 0100-721.

This is also valid for show-type vehicles and caravans.

Viewed from the front of the connector sockets to the contact socket

Frequency (Hz)

Voltage (V)

5-pole
3-pole + N
e

Voltage (V)

4-pole
3-pole + ©

Voltage (V)

3-pole
2-pole + ©

4h
50-60
57/100

to
75/130

O o
o)
o®

100-130

100-130

*) These versions are not part of the standards specified

9h

50-60

120/208
to
144/250

200-250

380-415

6h

50-60

200/346
to
240/415

380-415

200-250

11h

60

250/400
to
265/460

440-460

7h 5h 12h 1h 10h 2h 3h 8h
50-60 50-60 50-60 - 100-300 | Over300 | 5060
to 500
277/480 347/600 over 50 over 50 over 50 | 220/380 to
to to 250/440
288/500 400/690 16 +32A
1
oe )
[¢)
N (@)
480-500 600-690 | Voltage accor- over 50 over 50 380-440
ding to isolating only for
transformer® 16 + 32 A
‘ ‘ 1)
480-500 277 Voltage accor- * over 50 over 250
ding to isolating to 250 DC
transformer® DC

63 A + 125 A plug connections with pilot contact

1) only for reefer container
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ABL“SURSUM Housing dimensions

Size comparison - dimensions front view

Series 54

A Series 88 / Series 98

e m—s ¥
A Series 59 / Series 60

LS Series 45

(with apron)

A Series 53
A Series 52

__SeLies é
A Series 45

(without apron)

370
321
320
294
260
246
225
215

YYY VY VY YY

< 118 —

< 139 —

< 161 >

< 205 >

< 261 -

= 292 >

< 298 >

< 370 -
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Housing dimensions

Size comparison - dimensions lateral view

e Dimensions without fixtures

e All figures in mm

e Mounting dimensions and
cable entry please see
the corresponding individual
representation of the
respective series

13321
13141 10821
109 £1

4

with window
and DIN rail for 7 modules
Article no. B 52.01

with window
and DIN rail for 5 modules
Article no. B 51.01

without window
Article no. B 52.00

Series 52 -

without window
Article no. B 51.00

Series 51 -

14841
12541

/

" — =
Straight cover, with window Angled cover, with window
and DIN rail for 9 modules and DIN rail for 9 modules
Article no. B 59.02 Article no. B 59.03
without window without window
Article no. B 59.00 Article no. B 59.01

Series 59 -

19721

173%1

NEW
HOUSING

MATERIAL H

Straight cover,

) with window
- The housings and 2 DIN rails
so labelled are for 2 x 10 modules
made from the Article no. B 54.01
new material
PBT/PC-Blend. without window
See page 14. Article no. B 54.00

Series 54 -
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1951
171£1

with window
and DIN rail for 7 modules
Article no. B 53.01

without window
Article no. B 53.00

Series 53 -

11141

J

with DIN rail for 13 modules,

with apron,
external mounting
Article no. B 45.00

Series 45

RRES)
89 +1

I

without apron,
internal mounting

Article no. B 45.04

Straight cover, with window
and DIN rail for 12 modules
Article no. B 60.02

without window
Article no. B 60.00

Series 60

Angled cover, with window
and DIN rail for 12 modules
Article no. B 60.03

without window
Article no. B 60.01

148+1
12521

Straight cover, with 2 windows
and DIN rail for 2 x 12 modules

Article no. B 60.04

203

153

Straight cover,

with window

and DIN rail

for 13 modules
Article no. B 88.01

without window
Article no. B 88.00

Series 88

Straight cover,

with window

and DIN rail

for 17 modules
Article no. B 98.01

without window
Article no. B 98.00

Series 98

203

153
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In order to be able to react to your orders quickly and
flexibly, we maintain a large warehouse for standard
items.

\
Available from stock!

All combinations
labelled ,available from stock“ are articles on
stock and can be delivered even faster!

The combinations displayed are for reference only.
Specific, customised combinations on request.




A wide range of products

Variety, convenience, quality, and safety leave nothing to be desired for any application.
You will find socket outlet combinations and cases in various designs, free-standing
distribution units for any requirements, multiple socket outlets, and power cubes in our
product range.

All are equipped with high-quality CEE and SCHUKO socket outlets, and with powerful
RCBOs and miniature circuit breakers for protection. If required, available with feed cable
and plug, as well as in international versions or e.g. with integrated data box.

Note
The exact dimensions of the individual housing series, compared by
size, can be found under these fold-out pages!




Socket outlet combinations
AsL@)sursum Housing series 51

. Series 51

Housing

splash-proof IP44
NEW cable feed:
HOUSING 2 x M25 above, 2 x M25 below
MATERIAL l housing size WxHxD

118 x 225 x 131 mm
(without extensions)

with window
and DIN rail for 5 modules

Article no. B 51.01

without window
Article no. B 51.00

Examples of fitting

1181 131 1
102 £1 ) 109 £1
M25-]
o —
R °
i
w0 N - 11 i - T
q|® N %[I
WV
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Socket outlet combination possibilities

e housing PBT/PC-Blend
e cable feed:
2 x M25 above, 2 x M25 below
e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets

SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.

Note

i binations
|l displayed com
A are for reference only.

Further socket outlet

combinati

on request!

Z51.02

ons available

Socket outlet combinations

splash-proof IP44, wired

2251
186:£1

1x5/16 A

Z 51.01
available from stock

118:41
10241

ol

D6

M25

1x5/32A
for 2 separate cables

2

Z51.32

Housing series 51 / size 118 x 225 x 131 mm

N

1x5/16 A

1x16 A, 3-pole C
Z51.05
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Socket outlet combinations
AsL@)sursum Housing series 52

. Series 52

Housing

splash-proof IP44
NEW cable feed:

HOUSING 2 x M25 above, 2 x M25 below
housing size WxHxD

139 x 246 x 133 mm

(without extensions)

MATERIAL H

with window
and DIN rail for 7 modules

Article no. B 52.01

without window
Article no. B 52.00

Examples of fitting

139+1

12241 ‘ 13341

M25< 108+1
® ‘ ®
B
i | 7\, |
SIS RN 5 A— e —
NIES
| | J E{
&
sl | fe
M25
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Socket outlet combination possibilities

e housing PBT/PC-Blend

e cable feed:
2 x M25 above, 2 x M25 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

* housing PBT/PC-Blend

e cable feed:
2 x M25 above, 2 x M25 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

All displayed

combinati

1x5/16 A
2

1x16 A, 8-pole C
2x16 A, 1-pole B

Z 52.02
available from stock

combinations
are for reference only.

r socket outlet
A ons available

on request!

Socket outlet combinations

splash-proof IP44, wired

246+1
20;

|
; CEJj
L
D6

Housing series 52 / size 139 x 246 x 133 mm

1x5/16 A
2

1x 16 A, 3-pole C
2x16 A, 1-pole C

Z52.22

1x5/16 A
2
4/40/0.08 A

1x16 A, 1-pole B

Z52.07

available from stock

1x5/16 A
2
4/40/0.03 A
2x16 A, 1-pole B

Z52.27

1x56/32 A
2

1x32A, 3-pole C
2x16 A, 1-pole B

Z52.11

1x5/32 A
2

1x832A, 3-pole C
2x 16 A, 1-pole C

Z 52.32

1x5/32 A
2
4/40/0.03 A
1x16 A, 1-pole B

Z52.34

1x5/32A
2
4/40/0.03 A
2x 16 A, 1-pole B

Z 52.37
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Socket outlet combination possibilities

e housing PBT/PC-Blend

e cable feed:
2 x M25 above, 2 x M25 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

e housing PBT/PC-Blend

e cable feed:
2 x M25 above, 2 x M25 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

38

| displayed combinat;ons
are for reference on \4
Further socket ot_Jtle|
combinations available

on request!

Al

4x16 A, 1-pole B

Z52.03
available from stock

1x5/16 A
2

Neozed fuse base
1x16 A, 3-pole
1x16 A, 1-pole

Z 52.09

Socket outlet combinations

splash-proof IP44, wired

2461
20;

4
1x2/25/0.03 A
4x16 A, 1-pole B

Z52.24 Z52.25

1x5/32A
2

Neozed fuse base
1 x 63 A, 3-pole
1x16 A, 1-pole

Z52.10 Z52.13

4

1 x4/40/0.03 A
2x16 A, 1-pole B

3x5/16 A

Housing series 52 / size 139 x 246 x 133 mm

4 x Neozed fuse base 16 A,
1-pole
Z52.15



Socket outlet combinations
Housing series 53

AsL@)sursum

NEW
HOUSING

MATERIAL H

Examples of fitting

. Series 53

Housing

splash-proof IP44

cable feed:

1 x M40 above, 2 x M40 below
housing size WxHxD

161 x 260 x 195 mm

(without extensions)

with window
and DIN rail for 7 modules

Article no. B 53.01

without window
Article no. B 53.00

Y 161+1 19541
S0 171 £1
QH T n_‘P\ ™
J ¢
7T I
= i I I 2 :
. AT
3s L 1
NN

@ 1+

@ ( i
@ [k
@8
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All displayed combinations
are for reference only-
Further socket outlet

combinations available

AsL@)sursum Socket outlet combinations

on request! Housing series 53 / size 161 x 260 x 195 mm

splash-proof IP44, wired

. = i o
Y {Jﬁzzﬁa‘&‘
!_ s I

L

26021
209+

Socket outlet combination possibilities

e housing PBT/PC-Blend

e cable feed: ﬁ a ﬁ a ﬂ a
1 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

L
i - 3
Fitting
CEE socket outlets 2x5/16 A 1x5/32A 2x5/16 A 1x5/63 A
1x5/16 A

SCHUKO socket outlets 2
RCCBs
MCB/fuse 2x 16 A, 3-pole C 1x32A, 3-pole C 2x 16 A, 3-pole C 1 x Neozed fuse base 63 A,

1x16 A, 3-pole C 1x16 A, 1-pole B 3-pole
Article no. Z 53.01 Z 53.04 Z253.14 Z53.15
Note with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
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Socket outlet combinations
AsL@)sursum Housing series 59

Straight cover

. Series 59

Housing
straight cover

splash-proof IP44
NEW cable feed:

HOUSING 1 x M32 above, 2 x M32 below
housing size WxHxD

205 x 308 x 148 mm

(without extensions)

MATERIAL H

with window
and DIN rail for 9 modules

Article no. B 59.02

without window
Article no. B 59.00

Examples of fitting

205+1

186+1

148+1
1251

M32-

8L @)
—
>

=

o
A%

321+1

308

265+1
|

@7

M32
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All displayed combinat‘ions
are for reference or; yt
Further socket 0\_.|It E.,‘

AsL@)sursum Socket outlet combinations

combinations @ °
on request.

Housing series 59, straight cover, size 205 x 308 x 148 mm
splash-proof IP44, wired

20521
18621

=]
-
\;r

il

Socket outlet combination possibilities

¢ housing PBT/PC-Blend
e cable feed:
1 x M32 above, 2 x M32 below

e standard fittings
or individually configured acc. to
your special requirements

@

Fitting

CEE socket outlets 2x5/16 A

SCHUKO socket outlets 6

RCCBs

MCB/fuse 6x 16 A, 1-pole B 2 x Neozed fuse base 16 A,
3-pole

Article no. Z 59.09 Z 59.40

Note with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
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Socket outlet combinations
AsL@)sursum Housing series 59

Angled cover

. Series 59

Housing
angled cover

splash-proof IP44
NEW cable feed:

HOUSING 1 x M32 above, 2 x M32 below
housing size WxHxD

205 x 321 x 148 mm

(without extensions)

MATERIAL H

with window
and DIN rail for 9 modules

Article no. B 59.03

without window
Article no. B 59.01

Examples of fitting

205 +1

186+1
148+1
M32~ 125 +1

R
I
I
=

'
N\

321+1
265+1
i

@ [/a

L)

@k
@7

M32
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Socket outlet combination possibilities

¢ housing PBT/PC-Blend

e cable feed:
1 x M32 above, 2 x M32 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

e housing PBT/PC-Blend

e cable feed:
1 x M32 above, 2 x M32 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Article no.
Note

44

All displayed combinat:ons
are for reference on ){(
Further socket m_Jtle|
combinations available

Socket outlet combinations

on request!

splash-proof 1P44, wired

205 41

Housing series 59, angled cover, size 205 x 321 x 148 mm

2x5/16 A 2x5/16 A
2 3

3x5/16 A

2x 16 A, 3-pole C

2x 16 A, 3-pole C
2x 16 A, 1-pole B

3x 16 A, 3-pole C
3x 16 A, 1-pole B

Z 59.02 Z 59.07 Z 59.08

1x5/32 A
3

Neozed fuse base
1 x 63 A, 3-pole
3x 16 A, 1-pole

Z59.10

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

L

1x5/16 A

1x5/16 A 1x5/32A
1x5/16 A
2 2 2
4/40/0.08 A 4/40/0.08 A

1x16 A, 3-pole C

1x16 A, 3-pole C
2x16 A, 1-pole B

1x832A, 3-pole C
2x 16 A, 1-pole C

1x 16 A, 3-pole C
2x16 A, 1-pole B

Z 59.06 Z 59.05

Z59.16

1x5/32A
1x56/16 A

2

1x32A, 3-pole C
1x16 A, 3-pole C
2x16 A, 1-pole C

Z 59.25

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

available from stock

available from stock

available from stock



Al displayed combmat;ons
are for reference onyt.
Further socket ogﬂel

combinations available

AsL@)sursum Socket outlet combinations

on request! Housing series 59, angled cover, size 205 x 321 x 148 mm

splash-proof IP44, wired

205 41

Socket outlet combination possibilities

¢ housing PBT/PC-Blend
e cable feed:
1 x MB2 above, 2 x M32 below
e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets 2x5/32 A 1x5/32A 1x5/32 A 1x5/16 A
1x5/16 A
SCHUKO socket outlets 2 2 2 3
RCCBs 4/40/0.03 A 4/40/0.08 A
MCB/fuse 2 x 32 A, 3-pole C 1x832A, 3-pole C 1x16 A, 8-pole C Neozed fuse base
2x16 A, 1-pole B 2x 16 A, 1-pole B 2x16 A, 1-pole B 1x 16 A, 3-pole
3x 16 A, 1-pole
Article no. Z 59.32 Z 59.36 Z 59.26 Z 59.01
Note

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
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Socket outlet combinations
AsL@)sursum Housing series 60

Straight cover

. Series 60

Housing
straight cover

splash-proof IP44
NEW cable feed:

HOUSING 2 x M40 above, 2 x M40 below
housing size WxHxD

261 x 320 x 148 mm

(without extensions)

MATERIAL H

with window
and DIN rail for 12 modules

Article no. B 60.02

without window
Article no. B 60.00

Examples of fitting

261+1
241+1

FTTTTRRATY

M40~

-

O
O

320+1
309+1
266+1

b2
b7

I
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Al displayed combmat;ons
are for reference on \::
Further socket mljtle|
combinations available

AsL@)sursum Socket outlet combinations

on request!

Housing series 60 / size 261 x 320 x 148 mm
splash-proof IP44, wired

MaO~

@
®

20:
EiE]
26621

M40-

Socket outlet combination possibilities

¢ housing PBT/PC-Blend
e cable feed:
2 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

° q) g 1i ° a g IQ

S |
=c 0o

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

4x5/16 A

4x5/32 A
8 8
1x4/40/0.08 A

MCB/fuse
Article no.
Note

¢ housing PBT/PC-Blend

e cable feed:
2 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

4 x 16 A, 3-pole C
Z 60.22
with contact terminal 2x5x25mm?

Neozed fuse base
8x 16 A, 1-pole

Z 60.00
with contact terminal 2x5x25mm?

4 x 32 A, 3-pole C
Z 60.23

8x 16 A, 1-pole B
Z 60.21

8x 16 A, 1-pole B
Z 60.31

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
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Socket outlet combinations
AsL@)sursum Housing series 60

for combining with the Housing Article no. B 60.00

. Series 60

Housing
straight cover
with 2 windows

for combining with the

housing
Article no. B 60.00

NEW splash-proof IP44

HOUSING cable feed:

2 x M40 above, 2 x M40 below
housing size WxHxD

261 x 320 x 148 mm

(without extensions)

MATERIAL H

with DIN rail for 2 x 12 modules
Article no. B 60.04

Examples of fitting

2611

2411

148+1
M40~ 12541
oy B
H ol
Ty
~ ~,
U 9,
5|5 5 5
883 3
A s
8l
ko ~ ~,
g J W/ ‘f{#
el le
1 ] &
M40
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¢ housing PBT/PC-Blend

e cable feed:
2 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

e housing size of the full combination
261 x 640 mm

Fitting
CEE socket outlets

SCHUKO socket outlets
RCCBs
MCB/fuse

Article no.
Note

All displayed combmat‘mns
are for reference oNn yt

Further socket Ol:lt|e|
combinations available
on request!

2x5/32 A
2x5/16 A

4

Neozed fuse base
2 X B3 A, 3-pole
2x16 A, 3-pole
4x16 A, 1-pole

Z 60.27
with contact terminal 2x5x25mm?

Socket outlet combinations

Housing series 60 / size 261 x 640 x 148 mm

splash-proof IP44, wired

1x5/63 A
1x5/32 A
2x5/16 A

4

Neozed fuse base
2 X 63 A, 3-pole
2x16 A, 3-pole
4 x 16 A, 1-pole

Z60.28

with contact terminal 2x5x25mm?

1x5/63A
1x5/32A
1x56/16 A

4
1x4/63/0,03 A

1 x63 A, 3-pole C
1 x32 A, 38-pole C
1x 16 A, 3-pole B

Z 60.38
with contact terminal 2x5x25mm?
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Socket outlet combinations
AsL@)sursum Housing series 60

Angled cover

. Series 60

Housing
angled cover

splash-proof IP44
NEW cable feed:

HOUSING 2 x M40 above, 2 x M40 below
housing size WxHxD

261 x 320 x 148 mm

(without extensions)

MATERIAL H

with window
and DIN rail for 12 modules

Article no. B 60.03

without window
Article no. B 60.01

Examples of fitting

26141

2411

14811
M40~ 12541
® ®
== |
Y Y
7 ot

320+1
309+1
266+1

—)
!
@7

M40
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Al displayed combinations
are for reference only.
Further socket Ot_.lﬂe‘:

combinations available

Socket outlet combinations

on request!

Housing series 60 / size 261 x 320 x 148 mm
splash-proof IP44, wired

Socket outlet combination possibilities

¢ housing PBT/PC-Blend

e cable feed:
2 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

¢ housing PBT/PC-Blend

e cable feed:
2 x M40 above, 2 x M40 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Article no.
Note

- ~ W

e |

2x5/16 A 1x5/32A + 1x5/16 A 2x5/32 A 2x5/16 A
2 4 4 4
1x4/40/0.03 A 1x4/40/0.03 A 1x4/40/0.03 A
2x 16 A, 3-pole C 1x82A, 3-pole C 2 x 32 A, 3-pole C 2x 16 A, 3-pole C
2x16 A, 1-pole B 1x 16 A, 3-pole C 2x16 A, 1-pole B 2x 16 A, 1-pole B
4x16 A, 1-pole B
Z 60.02 Z 60.04 Z 60.32 Z 60.37

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
available from stock

s BN s N1 SPS——

T | (| |y | e
LI [ T

1x5/32 A 1x5/63A + 1x5/32A 1x5/32 A 1x5/32A
2x5/16 A + 1x5/16 A 1x5/16 A 1x5/16 A
4 2 2 2
1x4/40/0.03 A 1x4/40/0.03 A
1x832A, 3-pole C 1x63 A, 3-pole C 1x832A, 38-pole C 1x832A, 3-pole C
2x 16 A, 3-pole C 1x832A, 3-pole C 1x 16 A, 3-pole C 1x 16 A, 3-pole C
2x16 A, 1-pole B 1x16 A, 3-pole C 2x16 A, 1-pole B 2x 16 A, 1-pole C
2x 16 A, 1-pole B
Z60.15 Z 60.06 Z60.16 Z 60.36

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

available from stock available from stock
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AsL@)sursum Socket outlet combinations

on request‘.

Housing series 60 / size 261 x 320 x 148 mm
splash-proof IP44, wired

MAO<{]

3041
09+
246

Socket outlet combination possibilities

¢ housing PBT/PC-Blend
e cable feed:
2 x M40 above, 2 x M40 below
e standard fittings
or individually configured acc. to
your special requirements

- = W
el
LﬁﬁﬁJ

Fitting
CEE socket outlets 1x5/32A + 1x5/16 A 1x5/32A + 1x5/16 A 3x5/16 A 2x5/32A + 1x5/16 A
SCHUKO socket outlets 4 4 3 2
RCCBs 1x4/40/0.03 A 1x4/63/0.03 A
MCB/fuse 1x32A, 3-pole C 1x32A, 3-pole C 3x 16 A, 3-pole C 2 x 32 A, 3-pole C
1 x 16 A, 3-pole C 1x16 A, 3-pole C 3x 16 A, 1-pole B 1x16 A, 8-pole C
2x16 A, 1-pole B 2x16 A, 1-pole B 2x16 A, 1-pole B
Article no. Z60.14 Z 60.34 Z 60.01 Z 60.05
Note

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
available from stock

e housing PBT/PC-Blend
e cable feed:

2 x M40 above, 2 x M40 below
e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets 1x5/63A + 1x5/32A 2x5/16 A 1x5/32A 2x5/32 A
+ 1x5/16 A 1x5/16 A
SCHUKO socket outlets 2 2 2 2
RCCBs 1x4/63/0.03 A
MCB/fuse 1 x32 A, 3-pole C Neozed fuse base Neozed fuse base Neozed fuse base
1x16 A, 3-pole C 2 x 16 A, 3-pole 1x 63 A, 3-pole 2 x 63 A, 3-pole
2x16 A, 1-pole B 2x16 A, 1-pole 1x 16 A, 3-pole 2x16 A, 1-pole
2x16 A, 1-pole
Article no. Z 60.66 Z 60.03 Z 60.10 Z 60.33
Note

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

available from stock
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All displayed combinations
are for reference onlyt.
Further socket outle

AsL@)sursum Socket outlet combinations

combinations available
on request!

Housing series 60 / size 261 x 320 x 148 mm
splash-proof IP44, wired

Socket outlet combination possibilities

¢ housing PBT/PC-Blend

a
e cable feed: ,-{ s A= @
2 x M40 above, 2 x M40 below
b seecsess
e standard fittings O 0O
or individually configured acc. to M) ]

your special requirements

-
Fitting
CEE socket outlets 1x5/63A + 1x5/32A
+ 1x5/16 A
SCHUKO socket outlets 2
RCCBs
MCB/fuse Neozed fuse base
1x 63 A, 3-pole
1x16 A, 3-pole
2x 16 A, 1-pole
Article no. Z60.13

Note with contact terminal 2x5x25mm?



Socket outlet combinations
AsL@)sursum Housing series 45

. Series 45

Housing

splash-proof IP44
cable feed:
2 x M40 above

with apron

external mounting
housing size WxHxD

292 x 294 x 111 mm

with DIN rail for 13 modules

Article no. B 45.00

without apron
internal mounting
housing size WxHxD
292 x215x 111 mm

Article no. B 45.04

Examples of fitting 29241 1141

89 1

294+1
¥V 1ol
o
@
S
TI
o
L ‘U
254+1

1121
29241 8941

b

21521

| —

IR
o
&
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Socket outlet combination possibilities

e cable feed:
2 x M40 above

e standard fittings

or individually configured acc. to
your special requirements

e without apron
e internal mounting

e housing size:
292 x 215 x 111 mm

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

e cable feed:
2 x M40 above

e standard fittings

or individually configured acc. to
your special requirements

e with apron
e external mounting

e housing size:
292 x294 x 111 mm

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Article no.
Note

| displaye!
A are for reference only.

Further socket outlet
combinations av
on request!

d combinations

ailable

Socket outlet combinations

splash-proof IP44, wired

292:+1

1141

1211

B .

891

Housing series 45 / size 292 x 215 mm or 292 x 294 mm

29411

]

I

2841

25431

=

96+1

_—
| [ 111 -

@ ®

a B

RCCB

® ®

4
1x2/25/0.08 A
4x16 A, 1-pole B

Z 45.01
available from stock

1x3/16 A
3
1x4/40/0.03 A

1x16 A, 1-pole C
3x 16 A, 1-pole B

Z 45.02

5
1 x 4/40/0.03 A
5x 16 A, 1-pole B

Z 45.03

4x3/16 A

1x 4/40/0.03 A
4x16 A, 1-pole C

Z 45.04

1x5/32A
2x5/16 A

4

1x32A, 3-pole C
2x 16 A, 3-pole C
4x16 A, 1-pole B

Z 45.05

1x5/32A
1x5/16 A

3
1x4/40/0.03 A

1x32A, 3-pole C
1x 16 A, 38-pole C
3x 16 A, 1-pole B

Z 45.06
available from stock

2x5/16 A

5

2x 16 A, 3-pole C
5x 16 A, 1-pole B

Z 45.07

2x5/32 A

5
1x4/40/0.03 A

2 x 32 A, 3-pole C
3x 16 A, 1-pole B

Z 45.08
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Socket outlet combinations

AsL@)sursum

combinations :
on request.

Housing series 45 / size 292 x 294 x 111 mm
splash-proof IP44, wired

29231 11141
12111 L8921

Il

i
L

29411
25411

Socket outlet combination possibilities
e cable feed:

2 x M40 above
e standard fittings

or individually configured acc. to

your special requirements EILEEE LN

i ) O T T

e with apron/external mounting ——— & ———
e housing size:

292 x 294 x 111 mm

Fitting
CEE socket outlets 1x5/32A 1x5/32A
1x5/16 A 1x5/16 A
1x3/16 A
SCHUKO socket outlets 5 4
RCCBs
MCB/fuse 1x32A, 3-pole C Neozed fuse base
1 x 16 A, 3-pole C 1 x 63 A, 3-pole
1x16 A, 1-pole C 1x 16 A, 3-pole
5x16 A, 1-pole B 2x 16 A, 1-pole
Article no. Z 45.09 Z45.10
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Socket outlet combinations
Housing series 54

NEW
HOUSING

MATERIAL H

Examples of fitting

. Series 54

Housing

splash-proof IP44

cable feed:

1 x M50 above, 2 x M50 below
housing size WxHxD

261 x 461 x 197 mm

(without extensions)

with window
and 2 DIN rails
for 2 x 10 modules

Article no. B 54.01

without window
Article no. B 54.00

M50~

197 41

17341

461+1

2121

A4 @
&
i

i
=
@

b9

Oilwra rawd :
~ Eﬂ
fEr

M50
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Socket outlet combination possibilities

¢ housing PBT/PC-Blend

e cable feed:

1 x M50 above, 2 x M50 below

e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets

SCHUKO socket outlets

RCCBs
MCB/fuse

Article no.
Note

¢ housing PBT/PC-Blend

e cable feed:

1 x M50 above, 2 x M50 below

e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets

SCHUKO socket outlets
RCCBs

MCB/fuse

Article no.
Note

58

Al dlsplayed combmat‘mns
are for ré! erence oNn yt
Further socket ot:ltle‘

combinations available

Socket outlet combinations

on request!

Housing series 54 / size 261 x 461 x 197 mm
splash-proof IP44, wired

o ——

mso-|

T | | ey

gy
il

ik

=

1x5/32A + 2x5/16 A 6x3/16 A 1x5/32A + 2x5/16 A
12 4 4
1x4/40/0.03 A 1x4/40/0.03 A 1x4/63/0.03 A
12x 16 A, 1-pole B 1x32A, 3-pole C 6x 16 A, 1-pole B 1x32A, 3-pole C
2x 16 A, 3-pole C 2x 16 A, 3-pole C
4x16 A, 1-pole B 4x16 A, 1-pole B
Z54.14 Z 54.02 Z54.11 Z54.22

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

available from stock

ST
on

1x5/32 A 2x5/32A 1x5/63A + 1x5/32 A 1x5/63A + 1x5/32A
3x5/16 A 2x5/16 A + 1x5/16 A + 1x5/16 A
3 3 2 2
1x4/63/0.03 A 1x4/63/0.03 A 1x4/63/0.03 A 1x4/63/0.03 A
1x4/40/0.03 A
1x832A, 3-pole C 2 x 32 A, 3-pole C 1x832A, 3-pole C 1 x 63 A, 3-pole C
3x 16 A, 3-pole C 2x16 A, 3-pole C 1x16 A, 3-pole C 1x32A, 3-pole C
3x 16 A, 1-pole B 3x 16 A, 1-pole B 2x 16 A, 1-pole C 1x 16 A, 3-pole C
2x16 A, 1-pole B
Z54.32 Z 54.36 Z54.64 Z 54.66

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?



All displaye!
are for re

AsL@)sursum

on request!

Socket outlet combination possibilities

¢ housing PBT/PC-Blend
e cable feed:
1 x M50 above, 2 x M50 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets 1x5/63A +1x5/32A
+ 1x5/16 A

SCHUKO socket outlets 2
RCCBs 1x4/63/0.03 A
MCB/fuse Neozed fuse base

2 x 63 A, 3-pole

1x 16 A, 3-pole

2x MCB 16 A, 1-pole B

Article no. Z 54.67
Note

¢ housing PBT/PC-Blend
e cable feed:
1 x M50 above, 2 x M50 below
e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets 2x5/16 A

SCHUKO socket outlets 4

RCCBs

MCB/fuse Neozed fuse base
2x 16 A, 3-pole
4 x16 A, 1-pole

Article no. Z 5417

Note

d combinations
eference only.
Further socket out|e||;

combinations available

Socket outlet combinations

Housing series 54 / size 261 x 461 x 197 mm
splash-proof IP44, wired

e —————

'@ ili

1x5/63A + 1x5/32A 1% 5/32 A 1x5/32 A
+ 1x5/16 A 1x5/16 A 1x5/16 A
2 2 4

1x 4/63/0.03 A
1x Neozed fuse base 63 A, 3-pole

1x 4/40/0.03 A
Neozed fuse base

1x 4/40/0.03 A
Neozed fuse base

MCB 1x 32 A, 3-pole C 1x 63 A, 3-pole 1x 63 A, 3-pole
1x 16 A, 3-pole C 1x16 A, 3-pole 1x 16 A, 3-pole
2x 16 A, 1-pole C 2x16 A, 1-pole 4x16 A, 1-pole

Z 54.69 Z54.33 Z54.15

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

2x5/16 A
4 4 4

2x5/32 A

2x5/32 A

1x4/40/0.03 A
Neozed fuse base

1x4/40/0.03 A

Neozed fuse base Neozed fuse base

2 x16 A, 3-pole 2 X B3 A, 3-pole 2 X B3 A, 3-pole
4x MCB 16 A, 1-pole B 4 x16 A, 1-pole 4x16 A, 1-pole
Z54.18 Z 54.06 Z54.19

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?
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Socket outlet combination possibilities

¢ housing PBT/PC-Blend

e cable feed:
1 x M50 above, 2 x M50 below

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Article no.
Note

60

All displayed combmat;ons
are for reference on Yt
Further socket 01_1t|e|
combinations available

Socket outlet combinations

on request!

splash-proof IP44, wired

1x56/32A 1x5/32 A
1x5/16 A 2x5/16 A
4 3

1x4/63/0.03 A

1 x32 A, 38-pole C Neozed fuse base

1x 16 A, 3-pole C 1 x63 A, 3-pole
4 x 16 A, 1-pole C 2x16 A, 3-pole
3x 16 A, 1-pole

Z 54.20 Z54.23

with contact terminal 2x5x25mm? | with contact terminal 2x5x25mm?

ﬂ

|

@
@
@
@
@
()

@
@
@
@
()

1x5/63A + 1x5/32A
+ 1x5/16 A

2

Neozed fuse base
2 x 63 A, 3-pole
1x 16 A, 3-pole
2x16 A, 1-pole

Z 54.45
with contact terminal 2x5x25mm?

Housing series 54 / size 261 x 461 x 197 mm

spee

1x56/63A + 1x5/32A
+ 1x5/16 A

2
1x4/63/0.03 A

Neozed fuse base
2 x 63 A, 3-pole
1 x 16 A, 3-pole
1x 16 A, 1-pole

Z 54.55
with contact terminal 2x5x25mm?
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AsL@sursum Socket outlet combinations

on request Housing series 54 / size 522 x 461 x 197 mm

splash-proof IP44, wired

Socket outlet combination possibilities

* housing PBT/PC-Blend

e cable feed:
1 x M50 above, 2 x M50 below
e standard fittings
or individually configured acc. to
your special requirements
e socket outlet combination,
twice as wide
housing size: 522 x 461 x 197 mm

@‘ﬂ W‘E
__ seee

|

p %"

il

il

“ *Q

Fitting
CEE socket outlets 1x5/63A/2x5/32A
2x5/16 A

SCHUKO socket outlets 4

RCCBs

MCB/fuse Neozed fuse base
3 x 63 A, 3-pole
2x 16 A, 3-pole
4x16 A, 1-pole

Article no. Z 54.26

Note

with contact terminal 2x5x25mm?
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Stainless-steel
weather protection hoods

for wall mounting or on a pillar

The best protection from wind and weather

With our modern and elegant weather protection hoods

in connection with housings of degree of protection IP67,
socket outlet combinations are also optimally equipped for
external applications.

e Housing material stainless steel

e With a certain quantity, can be painted if desired

e Clear paint possible for aggressive environments

e High stability

Weather protection hood 38 254

|

Stainless steel — =
Dimensions WxHxD i o
384 x 400 x 254/200 mm

Pre-punched holes for fixing

socket outlet combinations of 85
the housing series 45, 59 I
and 60 T s ambd El
Article no. WSD60 220 |

400

300

200

320

Weather protection hood s
] |2

Stainless steel = &

Dimensions WxHxD

382 x 550 x 323/250 mm

Pre-punched holes for fixing I Bl

socket outlet combinations of

the housing series 54 85

Article no. WSD54 H .

450
550

30

Pillar

Stainless steel B
Height 1300 mm

suitable for weather protection
hoods WSD60 and WSD54,
Front plate, can be removed,
movable in height,

stable stainless steel base plate
260 x 200 mm with pre-drilled

80

holes (& 10 mm) for fast || i 20 / 010
mounting, g \ —
additional strut on the rear side . | s ‘| |‘ g
of the pillar for especially high :P i

stability 200

Article no. STS5460 -
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Power cubes - ideal for
Small trade and industry

If you need freedom of movement and maximum
flexibility, our power cubes for suspension fit the bill.
And as features, we do what you want or need:
CEE or SCHUKO socket outlets, international
standards, data sockets, compressed air etc. —
everything is possible.




Power cubes - everything available by the shortest route

Our power cubes can be configured individually - exactly according
to your wishes and requirements. Even for only one unit!

To make your waiting time as short as possible, the delivery period
for custom-made items is a maximum of two weeks from confir-
mation of order. This is made possible by a highly specialised team
of employees who manufacture and test every single power cube
manually.

Try us out - you will find a template for the planning form on
page 117.

Or fill out the form online under:
www.abl-sursum.com/planungsformular.html

® The ideal solution for workshops and mounting locations in
industry: short routes to electrically/pneumatically powered tools
No trip hazards caused by extension cables lying around
completely pre-wired
Cable gland with screw connection
For cables from 3 x 1.5 to 5 x 6 mm? (maximum diameter 19 mm)
Simple connection of the feed cable to the pre-mounted terminal
block
Including stainless-steel suspension bracket
e Also can be supplied with compressed air connection / with
communication and data connections
e Power cubes can be combined horizontally or vertically
to form tandem cubes
e Standard IP44, higher degrees of protection available on request
Classic design
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AsL@)sursum Power cubes

Power cube

Cable entry with screw
connection for cables from
3x1.5t05x6 mm?

max. 19 mm diameter

The cubes are fitted with
a strain relief and with a
5 x 6 mm? contact terminal.

Examples of fitting

193+1
160+1
:
®
]
:
®

——
| I

104+1 104+1
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Power cube connection possibilities

e Cable entry with
screw connection for cables
from 3 x 1.5t0 5 x 6 mm?
max. 19 mm diameter

e The cubes are fitted with a strain
relief and with a
5 x 6 mm? contact terminal

Fitting

CEE socket outlets
SCHUKO socket outlets
Compressed air connection
Article no.

Note

e Cable entry with
screw connection for cables
from 3 x 1.5t0 5 x 6 mm?
max. 19 mm diameter

e The cubes are fitted with a strain
relief and with a
5 x 6 mm? contact terminal

Fitting

CEE socket outlets
SCHUKO socket outlets
Compressed air connection
Article no.

Note

Power cubes
splash-proof IP44, wired

0
ac jon sockets

ith data connectio
with available on request!

193+1

104+1

3x5/16 A 3x5/32 A 3x3/16 A 3x3/32 A

3E51.34 3E52.34 3E31.24 3E32.23
available from stock

Bottom Bottom Bottom Bottom
1x3/16A 1x5/16 A 1x5/16 A 2x5/16 A
3 3 4 2
Z 30.01 Z 30.02 Z 30.05 Z 30.06

available from stock available from stock
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Power cube connection possibilities

e Cable entry with
screw connection for cables
from 3 x 1.5t0 5 x 6 mm?
max. 19 mm diameter

e The cubes are fitted with a strain
relief and with a
5 x 6 mm? contact terminal

Fitting

CEE socket outlets
SCHUKO socket outlets
Compressed air connection

Article no.
Note

e Cable entry with
screw connection for cables
from 3 x 1.5 bis 5 x 6 mm?
max. 19 mm diameter

e The cubes are fitted with a strain
relief and with a
5 x 6 mm? contact terminal

Fitting
CEE socket outlets

SCHUKO socket outlets
Ethernet connection

Article no.
Note

68

onnection sockets

Power cubes

with data ¢

available on request!

3E 1461 4E 1461
available from stock available from stock

1x5/32 A
1x5/16 A

3

ZT30.08
for 2 feed cables

193+1

splash-proof IP44, wired

5E 1461

1x5/16 A

3

2 x RJ45
Cat. 6 Modul 8(8)

Z35.0DG
IP67

1x5/16 A
3
2" input and
2 x %" outputs
ZL30.02

available from stock

Compressed
air connection
Mounted on blanking plate
Input 2"
2 x ¥2" outputs

ZDL304



They are always the right
choice!

For every additional special
operation, the various
components of our power
cubes can be combined ideally.
[t couldn‘t be more individual!
Ask our specialists: They have
the optimum solution for your
needs.
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Socket outlet cases and
free-standing distribution units:
the mobile power stations

If you often need to supply electricity to different locations
and need maximum flexibility to do this, you will find
exactly what you need in this product range.



Made-to-measure socket outlets and fuses

Our socket outlet cases and free-standing distribution units

can be configured individually, exactly acc. to your wishes and
requirements. Even for only one unit!

To make your waiting time as short as possible, the delivery
period for custom-made items is a maximum of two weeks

from confirmation of order.

This is made possible by a highly specialised team of employees
who manufacture and test every single socket outlet case and
free-standing distribution unit manually.

Try us out - you will find a template for the planning form on
page 117.

Or fill out the form online under:
www.abl-sursum.com/planungsformular.html

Socket outlet case

e The ideal solution on the move: Electricity, exactly where you
need it.

¢ No long extension cables, no trip hazards, no time-consuming
plugging and unplugging

e Completely wired

e With infeed plug or with ready-made feed cable — just connect to
the on-site power supply distributor or to another power supply
socket outlet and off you go

e Different housing materials available, depending on the intended
type of application

e Standard IP44, higher degree of protection available on request

e Single-part inspection with inspection record according to
EN 60439-1 (incl. saving the data)

Rubber free-standing distribution units

e Sturdy handle for simple transportation and easy coiling
of the rugged feed cable

Ground clearance against intrusive moisture
Unbreakable, impact-resistant and wear-proof
Halogen-free

Good resistance to weathering, UV and ozone
Flame-resistant and self-extinguishing

Resistant to showers of sparks and to welding spatter
Resistant to many oils, fats, acids and petrol

Outer metal parts in rustproof design

Protective devices can be accessed quickly and easily externally
Single-part inspection with inspection record according to
EN 60439-1 (incl. saving the data)
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Rubber free-standing distribution

ABL({ )SURSUM units, Housing series 68

Housing Series 68

splash-proof IP44
housing size WxHxD
300 x 306 x 240 mm

with window
and DIN rail for 9 modules

black
Article no. B 68.01

orange
Article no. B 68.11

without window
black
Article no. B 68.00

orange
Article no. B 68.10

Examples of fitting

30041 ) ) 240 %1

20|

306
150




All displayed combinations
are for reference only.

Rubber free-standing distribution
Further rubbel:tfriel;;ti:':t’ii:gs units

distribution Ut
W Housing series 68 / size 300 x 306 x 240 mm

splash-proof IP44, wired

e Standard fittings
or individually configured
acc. to your special
requirements

30041

30621
150

24031 18041 355

Side A Side B Side C Side D

Rubber free-standing distribution unit combination possibilities

Fitting (1] (2] (3] (4]
CEE socket outlets 2x5/16 A 2x5/16 A 1x5/16 A + 1x5/32A
SCHUKO socket outlets 4 4 2 8
RCCBs 1x 4/40/0.03 A 1x4/40/0.03 A
MCB/fuse 1x 16 A, 8-pole C 2x 16 A, 3-pole C Neozed fuse base
2x16 A, 1-pole B 2x 16 A, 1-pole B 1x 16 A, 3-pole 4 x 16 A, 1-pole B
2x16 A, 1-pole
Feed cable 2 m HO7RN-F 5x2.5mm? with | 2 m HO7RN-F 5x6mm? with 2 m HO7RN-F 5x6mm? with 2 m HO7RN-F 5x6mm? with
CEE plug 5/16 A CEE plug 5/32 A CEE plug 5/32 A CEE plug 5/32 A
Infeed
Article no. black Z 68.35 Z 68.16 Z 68.08 Z 68.54
Article no. orange Z 68.06 Z68.18
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All displaye!
are for ref
Further rubber

e Standard fittings
or individually configured
acc. to your special
requirements

d combinations
erence onlv-_
free-standing

unit combinations

istribution
\ ¢ available on request! l

units

Rubber free-standing distribution

Housing series 68 / size 300 x 306 x 240 mm

splash-proof IP44, wired

Side A

Rubber free-standing distribution unit combination possibilities

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Infeed

Article no. black
Article no. orange
Note

74

8x 16 A, 1-pole B

2 m HO7RN-F 5x6mm?
with CEE plug 5/32 A

Z 68.05
Z68.15

Side B

e
1x5/16 A + 1x5/32 A
3

1x 16 A, 3-pole C
1x32A, 3-pole C
3x 16 A, 1-pole B

2 m HO7RN-F 5x6mm?
with CEE plug 5/32 A

Z68.17
Z 68.07

Side C Side D

(3]
1x516A + 1x5/32A
4
1 x 4/40/0.03 A

1x 16 A, 3-pole C
2x16 A, 1-pole B

Appliance inlet 5/32 A
Z 68.42

available from stock
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Rubber free-standing distribution
units, Housing series 68

Housing Series 68

splash-proof IP44
housing size WxHxD
300 x 456 x 240 mm

with 2 windows

and DIN rail for 2 x 9 modules
black

Article no. B 68.02

orange
Article no. B 68.12

20

300

150

18041

o
&
&
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Rubber free-standing distribution
AsL@)sursum units, Housing series 78

Housing Series 78

splash-proof IP44
housing size WxHxD
370 x 331 x 370 mm
(without extensions)

with window

and DIN rail for 12 modules
black

Article no. B 78.01
orange

Article no. B 78.11

Examples of fitting

..'_- 3

—

- -
L} §
N
| 370:£1 3701

i J;
[ ]
= ||

[l

30041 30041 35
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e Standard fittings

or individually configured
acc. to your special

requirements

essiess

Side A

All displayed combinations

only.
are for reference ;
Further rubber free-standing

istribution un
¢ available on request!

Side B

Rubber free-standing distribution unit combination possibilities

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Infeed
Article no. black
Article no. orange

2x5/16 A + 1x5/32 A

8
1x4/40/0.03 A

1x 16 A, 8-pole C
4x16 A, 1-pole B

2 m HO7RN-F 5x6mm? with

Appliance inlet 5/32 A

Z78.46

it combinations

Rubber free-standing distribution
units

Housing series 78 / size 370 x 331 x 370 mm
splash-proof IP44, wired

3701 3701

p— ——
| -
o o | !
&t
t
[ L 3001 35

Side C Side D
e © 4]
1x5/16A + 1x5/32A 1x5/16 A + 1x5/32A 3x5/16 A
2 4 3

1x4/40/0.03 A

Neozed fuse base 1x32 A, 3-pole C

1x 63 A, 3-pole : 3x 16 A, 3-pole C
1x 16 A, 3-pole ;);122’ ?_pglzg 3x 16 A, 1-pole B
2x16 A, 1-pole 1P

2 m HO7RN-F 5x6mm? with 2 m HO7RN-F 5x6mm? with

CEE plug 5/32 A CEE plug 5/32 A CEE plug 5/32 A
Z78.08 278.16 Z278.17
Z78.06 Z78.07

77



AsL@)sursum

78

Rubber free-standing distribution
units, Housing series 78

Housing Series 78

splash-proof IP44
housing size WxHxD
370 x 331 x 370 mm

black
Article no. B 78.00

orange
Article no. B 78.10

370

I

331+1

24|

3001

30041
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Rubber free-standing distribution
units, Housing series 78

Housing Series 78

splash-proof IP44
housing size WxHxD
370 x 486 x 370 mm

with 2 windows

and DIN rail for 2 x 12 modules
black

Article no. B 78.02

orange
Article no. B 78.12
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Rubber socket outlet case,

Housing series 58

Housing Series 58

splash-proof IP44
case size WxHxD
292 x 358 x 114 mm

with DIN rail for 13 modules
for CEE infeed plug 5/16 A
Article no. B 58.01

for CEE infeed plug 5/32 A
Article no. B 58.02

Examples of fitting

292+1

13621

399+1

fel

114+1

9241

358 +1

5.5

331+1




All dis

played combinations
are for reference only.

e msersocketoutet | Rubber socket outlet case

Rubber socket outlet case combination possibilities

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets

SCHUKO socket outlets
RCCBs
MCB/fuse

Feed cable

Article no.
Note

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Feed cable

Infeed
Article no.
Note

2x5/16 A
1x3/16 A

5
1x4/25/0.03 A

1x16 A, 3-pole C
3x 16 A, 1-pole C

2 m HO7RN-F 5x2.5mm? with
CEE plug 5/16 A

Z58.12

2x5/16 A

6
1x4/25/0.03 A

1x16 A, 3-pole C
3x 16 A, 1-pole B

Appliance inlet 5/16 A
Z 58.72

cases available
\y“esﬂ‘\ Housing series 58 / size 292 x 358 x 114 mm

splash-proof IP44, wired

‘‘‘‘‘

1x5/16 A 1x5/32A + 2x5/16 A 1x5/32 A
1x3/16 A 1x5/16 A
6 5 6
1x4/25/0.03 A 1x4/40/0.03 A 1x4/40/0.03 A
1x16 A, 3-pole C 1x32A, 3-pole C 1x16 A, 3-pole C
3x 16 A, 1-pole C 1x 16 A, 3-pole C 6x 16 A, 1-pole B
3x 16 A, 1-pole C
2 m HO7RN-F 5x2.5mm? with | 2 m HO7RN-F 5x6mm? with 2 m HO7RN-F 5x6mm? with
CEE plug 5/16 A CEE plug 5/32 A CEE plug 5/32 A
Z 58.16 Z58.17 Z58.18
available from stock available from stock

Floor rack for case models

Series 55 and 58
1x5/32A 1x5/32 A
1x5/16 A 3x5/16 A
6 3
1x 4/40/0.03 A
1x 16 A, 3-pole C 3x 16 A, 3-pole C
3x16 A, 1-pole B 3x16 A, 1-pole B
Appliance inlet 5/32 A Appliance inlet 5/32 A
Z58.48 Z58.74 ZR50.00
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Rubber wall-mounted distribution
ABL(H{ )SURSUM units, Housing series 88

. Series 88

Housing

splash-proof IP44

solid rubber housing

with protective seal

Lid on the housing is hinged
on the base

housing size WxHxD

298 x 370 x 203 mm

with window and
DIN rail for 13 modules
Article no. B 88.01

without window
Article no. B 88.00

without protective seal /
IP65 degree of protection
available on request

Example of fitting

298 203

262 153

I

370
308
@
@




i binations
Il displayed com
A are for reference only.

Rubber wall-mounted distribution
Additional ;::g:ﬁ:;tion units

wall-mounte e
\W‘\ Housing series 88 / size 298 x 370 x 203 mm

splash-proof IP44, wired

298 203

|

370
308
]
@

Rubber wall-mounted distribution unit combination possibilities

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets 1x5/16 A
1x5/32 A

SCHUKO socket outlets 3

RCCBs 1x 4/40/0.03 A

MCB/fuse 1x82A, 3-pole C
1x 16 A, 3-pole C
3x 16 A, 1-pole B

Feed cable

Article no. Z 88.01

Note
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Rubber wall-mounted distribution
ABL(H{ )SURSUM units, Housing series 98

. Series 98

Housing

splash-proof P44

solid rubber housing

with protective seal

Lid on the housing is hinged
on the base

housing size WxHxD

370 x 370 x 203 mm

with window and
DIN rail fo 17 modules
Article no. B 98.01

without window
Article no. B 98.00

without protective seal /
IP65 degree of protection
available on request

Example of fitting

370 203

334 153

370
308




i binations
|| displayed com
A are for reference only.

Rubber wall-mounted distribution
Additic;u;:l ;r;:g‘:mon units

wall-moun t!
\wj Housing series 98 / size 370 x 370 x 203 mm

splash-proof IP44, wired

s 23
354 15

8

a0
£

®

®

Rubber wall-mounted distribution unit combination possibilities

e standard fittings
or individually configured acc. to
your special requirements

Fitting
CEE socket outlets 2x5/16 A
1x5/32 A

SCHUKO socket outlets 4

RCCBs 1x4/63/0.03 A

MCB/fuse 1x832A, 3-pole C
2x 16 A, 3-pole C
4x16 A, 1-pole B

Feed cable

Article no. Z 98.01

Note
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Rubber multiple socket outlet
ABL({ )SURSUM Housing series 48

Housing Series 48

116+1 69+1

splash-proof IP44

without window
(figure 1)

housing size WxHxD
116 x 430 x 69 mm

Article no. B 48.00

available from stock

430 #1

with window
(figure 2) P &
and DIN rail for 4 modules
housing size WxHxD
116 x 430 x 104 mm

Article no. B 48.01

Examples of fitting

116+1

=]
N

430 +1

figure 2




ed combinations
rence only-
ket outlets

All display
are for refe

Rubber multiple socket outlet

Other multiple so¢

1
available on request!

Rubber multiple socket outlet combination possibilities

e Basic housing 48.00
without window (figure 1)

e standard fittings

or individually configured acc. to

your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

e Basic housing 48.01
with window (figure 2)

e standard fittings

or individually configured acc. to

your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

)

5

-

2 m HO7RN-F 5x2.5mm?
with CEE plug 5/16 A

Z 48.00

=]

=
®

- C

1x4/40/0.08 A

2 m HO7RN-F 5x2.5mm?
with CEE plug 5/16 A

Z 48.31

Housing series 48 / size 116 x 430 x 69 (104) mm

splash-proof IP44, wired

2 m HO7RN-F 3x2.5mm?
with SCHUKO rubber plug

Z48.10
available from stock

N

[ ]

)

2x5/16 A
2
1 x 4/40/0.03 A

2 m HO7RN-F 5x2.5mm?
with CEE plug 5/16 A

Z48.11

"Th

c

1x5/16 A
4

2 m HO7RN-F 5x2.5mm?
with CEE plug 5/16 A

Z 48.20
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88

For a really powerful performance -
the EventLine

The perfect show in a professional environment is the
obvious goal of every promoter, events manager and stage
supplier, which you can attain with the EventLine range
with ABL SURSUM both on and back stage with optimal
electrical equipment.
Our high-quality products in various sizes and configurations solve
every electro-technical connection requirement possible. They can
be configured individually and are all fitted with circuit breakers
as standard. They can be enhanced with
RCCBs or with other functional
switches — that is perfection
with the utmost safety.



The stars on stage are what
counts. That is why our Event-
Line range is available in matt
black design. Realise your
electrical stage equipment
entirely according to your needs
and rely on the highest quality
and safety.

For special installations we offer you the corresponding individual
components. Or we deliver our rubber socket outlet combinations
and free-standing distribution units for stationary or mobile use
ready-to-use and individually configured — there’s no better way
for you to meet the tough challenge of life on stage.

e.g. multiple socket outlet -
EventLine design

e.g. rubber free-standing
distribution unit series 78 —
EventLine design

e.g. rubber
socket outlet
case

Series 58 -
EventLine
design
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Socket outlet case
ABL({ )SURSUM Housing series 45

Housing Series 45

splash-proof IP44

case size WxHxD

292 x 252 x 111 mm

with DIN rail for 13 modules

Article no. B 45.03

Examples of fitting

292+1

121+1

(&

)
=6
I

252+1

)

164+
199+1

| —
©
€]
@55
[
T

265+1




All display
are for referenc

Add

availabl

Socket outlet case combination possibilities

e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Feed cable

Article no.
Note

ed combinations
e only.
itional socket outlet c;a
le on request!

Ses

Socket outlet case

Housing series 45 / size 292 x 252 x 111 mm
splash-proof IP44, wired

25021

16421

s

— =

upy
T

26521

5
1x4/40/0.03 A
5x 16 A, 1-pole B

2 m HO7RN-F 5x2.5mm? with
CEE plug 5/16 A

Z45.11
available from stock

1x5/32 A
1x5/16 A

2

1x4/40/0.08 A

1x32A, 3-pole C
1x16 A, 3-pole C
2x 16 A, 1-pole B

2 m HO7RN-F 5x6mm? with
CEE plug 5/32 A

Z45.12
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Socket outlet case
AsL@)sursum Housing series 45

Housing Series 45

splash-proof IP44

case size WxHxD

292 x 320 x 111 mm

with DIN rail for 13 modules

for CEE infeed plug 5/16 A
Article no. B 45.01

for CEE infeed plug 5/32 A
Article no. B 45.02

Examples of fitting
292+1 111 41
121+1 89 1
D D,
(S J ) ==
ngl o 5
T '®) —
o A +I
N <
el wn
N
2y g & -
| .

96+1
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Al displayed combinations
are for reference only. .
Additional socket outlet case

AsL@)sursum Socket outlet case

1
available on request!

Housing series 45 / size 292 x 320 x 111 mm
splash-proof IP44, wired

29241 1111
121+1 89 +1

o)

320+1

25411

Socket outlet case combination possibilities

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets 2x5/16 A 1x5/32A + 1x5/16 A 2x5/16 A + 1x3/16 A 1x5/32A + 1x5/16 A

SCHUKO socket outlets 3 3 4 3

RCCBs 1x4/40/0.03 A 1x4/40/0.03 A 1x4/40/0.03 A 1 x4/40/0.08 A

MCB/fuse 2x16 A, 3-pole C 1x32A, 3-pole C 2x 16 A, 3-pole C 1x32A, 3-pole C
3x 16 A, 1-pole B 1x16 A, 3-pole C 1x16 A, 1-pole C 1x 16 A, 3-pole C

3x 16 A, 1-pole B 2x16 A, 1-pole B 3x 16 A, 1-pole B
Feed cable 2 m HO7RN-F 5x2.5mm? with = 2 m HO7RN-F 5x6mm? with
CEE plug 5/16 A CEE plug 5/32 A

Infeed Appliance inlet 5/16 A Appliance inlet 5/32 A

Article no. Z45.13 Z45.14 Z245.15 Z45.16

Note
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Socket outlet case
AsL@)sursum Housing series 55

Housing Series 55

splash-proof IP44

case size WxHxD
292 x 389 x 110 mm

with DIN rail for 13 modules

for CEE infeed plug 5/16 A
Article no. B 55.01

for CEE infeed plug 5/32 A
Article no. B 55.02

Examples of fitting

292+1 1101

88 +1

®
&

326+1

389 +1

96+1
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Socket outlet case combination possibilities

e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Feed cable

Infeed
Article no.
Note

e standard fittings

or individually configured acc. to
your special requirements

Fitting
CEE socket outlets
SCHUKO socket outlets

RCCBs
MCB/fuse

Feed cable

Infeed
Article no.
Note

2x5/16 A
1x3/16 A

5
1x4/25/0.03 A

1x16 A, 3-pole C
3x 16 A, 1-pole C

2 m HO7RN-F 5x2.5mm? with

CEE plug 5/16 A

Z55.12

Al displayed combinations

are for reference only. .
ditional socket outlet c;ase
available on request!

Socket outlet case

splash-proof IP44, wired

389

32641

il
L

1x5/16 A

6
1x4/25/0.03 A

1x 16 A, 3-pole C
3x 16 A, 1-pole C

2 m HO7RN-F 5x2.5mm? with

CEE plug 5/16 A

Z55.16
available from stock

i
Iﬂll@l U
'i ] .
I8
1x5/32 A
1x5/16 A
6

1x4/40/0.03 A

1x 16 A, 8-pole C
6x 16 A, 1-pole B

2 m HO7RN-F 5x8mm? with
CEE plug 5/32 A

Z55.18

Housing series 55 / size 292 x 389 x 110 mm

11041
8831

1x5/32A + 2x5/16 A
+ 1x3/16 A

5
1x4/40/0.03 A

1x832 A, 3-pole C
1Xx16 A, 3-pole C
3x 16 A, 1-pole C

2 m HO7RN-F 5x6mm?2 with
CEE plug 5/32 A

Z55.17

2x5/16 A

6
1x4/25/0.03 A

1x 16 A, 3-pole C
3x 16 A, 1-pole B

Appliance inlet 5/16 A
Z 55.72

1x5/32 A
1x5/16 A

6
1x4/40/0.03 A

1x16 A, 3-pole C
3x 16 A, 1-pole B

Appliance inlet 5/32 A
Z55.48
available from stock

1x5/32A
3x5/16 A

3
3x 16 A, 3-pole C
3x 16 A, 1-pole B

Appliance inlet 5/32 A
Z55.74

1x5/16 A

2
1x4/25/0.08 A

1x16 A, 3-pole C
2x16 A, 1-pole B
1x6 A, 1-pole B

2 m HO7RN-F 5x2.5mm? wit
CEE plug 5/16 A

Z55.71
incl.1 lamp with switch

h
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Socket outlet case
AsL@)sursum Housing series 73

Housing Series 73

splash-proof IP44

case size WxHxD

300 x 210 x 98 mm

with kink-prevention grommet
and DIN rail for 7 modules

Article no. B 73.01

Examples of fitting

250 £1 ) 621

210#1

an
N\

300 +1
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are for re
Additional socket

Socket outlet case combination possibilities

® Feed cable:
rubber hose with CEE plug

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

e Feed cable:
rubber hose with CEE plug

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

. binations
displayed com
Al displayed SoT .
outlet cases

1
available on request!

Socket outlet case

Housing series 73 / size 300 x 210 x 98 mm
splash-proof IP44, wired

ES
25041 . 6251

21041

300:£1

1x3/16 A
3
1x2/25/0.03 A
4x16 A, 1-pole B

2 m HO7RN-F 3x2.5mm? with
CEE plug 3/16 A

Z73.16

2x5/32 A

2
1x 4/40/0.03 A
2x16 A, 1-pole B

2 m HO7RN-F 5x4mm? with
CEE plug 5/32 A

Z73.32

1x5/16 A 1x5/16 A+1x3/16 A 2x5/16 A
3 2 2
1 x4/25/0.03 A 1x4/25/0.03 A 1x4/25/0.03 A
3x 16 A, 1-pole B 3x 16 A, 1-pole B 1x16 A, 1-pole B

2 m HO7RN-F 5x2.5mm?with | 2 m HO7RN-F 5x2.5mm?with | 2 m HO7RN-F 5x2.5mm? with
CEE plug 5/16 A CEE plug 5/16 A CEE plug 5/16 A

Z273.37 273.27 Z73.12
available from stock available from stock
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Socket outlet case
AsL@)sursum Housing series 73

Housing Series 73

splash-proof IP44

case size WxHxD

300 x 210 x 98 mm

cut-outs for

5 SCHUKO socket outlets
with kink-prevention grommet
and DIN rail for 7 modules

Article no. B 73.02

Examples of fitting

250 £1 ) 62 ;1

2101

98
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are for re
Additional socket

Socket outlet case combination possibilities

e Feed cable:
rubber hose
with SCHUKO rubber plug/
CEE plug

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

e Feed cable:
rubber hose with CEE plug

e standard fittings
or individually configured acc. to
your special requirements

Fitting

CEE socket outlets
SCHUKO socket outlets
RCCBs

MCB/fuse

Feed cable

Article no.
Note

. binations
displayed com
Al displayed SoT .
outlet cases

1
available on request!

Socket outlet case

Housing series 73 / size 300 x 210 x 98 mm

splash-proof IP44, wired

g

8+
2501 . 62

21041

5
1x2/25/0.03 A

2 m HO5RR-F 3x1.5mm? with
SCHUKO rubber plug

Z73.14

5x 16 A, 1-pole B

2 m HO7RN-F 5x4mm? with
CEE plug 5/32 A

Z73.46

5x 16 A, 1-pole B

2 m HO7RN-F 3x2.5mm? with
SCHUKO rubber plug

Z73.13

5 5
1x2/25/0.03 A
1x 16 A, 2-pole B

2 m HO7RN-F 3x2.5mm? with
SCHUKO rubber plug

273.15
available from stock

5x 16 A, 1-pole B

2 m HO7RN-F 5x2.5mm? with
CEE plug 5/16 A

Z73.36
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Socket outlet case
Housing series 73

Housing Series 73

splash-proof IP44

case size WxHxD

300 x 210 x 62 mm

with kink-prevention grommet

Article no. B 73.00

621

2101




Socket outlet case
Housing series 73

ons

Al displayed combinati
are for reference only. -

Additional socket outlet c;as

available on request!

AsL@)sursum

Housing Series 73

splash-proof IP44

case size WxHxD

300 x 210 x 62 mm

cut-outs for

5 SCHUKO socket outlets
with kink-prevention grommet

Article no. B 73.03

Example of fitting

25041 ‘ 6241

210 #1

Socket outlet case

splash-proof IP44

wired

5 SCHUKO socket outlets
Feed cable 2 m

HO5RR-F 3x1.5mm?2

with SCHUKO rubber plug

Article no. Z 73.01
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CEE Switched interlocked
wall-mounted socket out-
lets

Switch off a bit!

In addition to the high safety standards

for the CEE components used and the
high-performance Miniature circuit breakers,
these Wall-mounted socket outlets have a
mechanical locking system for optimal safety.



Wall-mounted socket outlets which can be switched off —
everything under control in one step

enclosure in PC/ABS version

mechanical locking:

after insertion and switching on, the plug is locked
after switching off and removal of the plug,

the switch is locked

On/Off switch 10kA accordance to EN 60947-3
large connection space

wired

cable entry above or below

wide number of versions from 16 to 63A

can be supplied

wiring can be led through for 16 A and 32 A

can be locked with padlock (40 mm)

in the switched-off position

from wiring space, protected long hole wall mounting
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CEE Switched interlocked
wall-mounted socket outlets

AsL@)sursum

Advantages:

e enclosure in PC/ABS version

e compact and space-saving construction form

e usable as flange version on distributors and cabinets
* wired

mechanical locking:

after insertion and switching on, the plug is locked
after switching off and removing the plug,

the switch is locked

large connection space

wiring can be led through for 16 A and 32 A

Technical data:

e wall box or mounting socket can be switched off
e 16 Aand 32 A; 3, 4 and 5 poles

e |P44 and IP67

e On/Off switch 10kA

e |arge connection space

e tested according to EN 60309

can be locked with a padlock when switched off (40 mm)

Wall-mounted socket outlet

splash-proof IP44 Voltage
. ) ) Frequency

e flange version for installation

e mechanically locked Designation

e all components are mounted

on the top
Ampere Poles

16 3
16 4
16 5
32
32
32 5

104

110V~
50/60 Hz

4h

Article no.

C31S100
C418100
C515100

C328100
C4258100
C528100

mechanically locked, lockable with padlock

Version: 16 A and 32 A

NIRO screws
cannot be lost

can be broken

high impact-resistant
PC plastic

IP44 and IP67 W

stable
mechanic
locking

l
/

ON/OFF switch 10kA

2 locking devices
using padlocks

[Re, ~~ according to EN 60947-3

large connection space
30mm ground clearance

32
90
180
79
169
66
82
172
4,4

579

through from wiring space, protected
high impact-resistant long hole wall mounting
PC plastic
Poles 3 4 5 3
. Ampere 16
a 90 90 90 90
— S b 180 180 180 180
c 79 79 79 79
d 169 169 169 169
°l e B 59 60 66
f 82 82 82 82
Y [} 172 172 172 172
d ; > h 4,4 4,4 4,4 4,4
Switch contacts 2 3 4 2
Weight [g/each] 463 524 562 521
230 V~ 400 V~ 440 V~ 500 V~
50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
3p = 6h 3p =9h
ap/5p=9h || 4p/5p =6h 11h 7h
Article no. Article no. Article no. Article no. Pa:rll(iitng
C315200 C31S300 C315S500 1
C415200 C41S300 C415400 C415500 1
C515200 C51S300 C515500 1
C325200 C32S300 C325500 1
C42S8200 C42S300 C42S8400 C42S500 1
C525200 C528300 C525500 1

90
180
79
169
67
82
172
4,4
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Wall-mounted socket outlet

watertight IP67

e flange version for installation

e mechanically locked

e all components are mounted
on the top

Wall-mounted socket outlet
splash-proof IP44

e mechanically locked
e all components are mounted

on the top

CEE Switched interlocked
wall-mounted socket outlets

mechanically locked, lockable with padlock

o\

Poles 3
Ampere

a 90

b 180

c 79

d 169
e 61

f 82

g 172

h 4,4
Switch contacts 2)

Weight [g/each] 463

4 5
16

90 90
180 180
79 79
169 169
62 65
82 82
172 172
4.4 4.4

3 4
524 562

Voltage 110 V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. . 3p =6h 3p =9%h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 C315150 C315250 C318350 C3158550
16 4 C415150 C4158250 C418350 C415450 C418550
16 5 C515150 C515250 C515350 C515550
32 3 C325150 C325250 C325350 C325550
32 4 C425150 C425250 C425350 C425450 C425550
32 5 C525150 C525250 C525350 C525550
Poles 3 4 5
105 Ampere 16
‘ a 90 90 90
b 180 180 180
c 115 116 117
c Switch contacts I 3 4
Weight [g/each] 596 657 695
Voltage 110 V~ 230V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
- . 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 C315101 C315201 C315301 C315501
16 4 C415101 C415201 C415301 C415401 C415501
16 5 C515101 C515201 C515301 C515501
32 3 C325101 C325201 C325301 C325501
32 4 C42S101 C42S8201 C42S301 C42S8401 C42S501
32 5 C525101 C525201 C525301 C525501

90
180
79
169
68
82
172
4,4

521

Packing
unit

1
1

90

180

123

654

Packing
unit
1
1
1

32
90
180
79
169
68
82
172
4,4

579

32

90

180

123

712

90
180
79
169
70
82
172
4,4

621

90

180

124

754

105
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CEE Switched interlocked
wall-mounted socket outlets

@
a
R -, ‘S
Wall-mounted socket outlet
watertight IP67
e mechanically locked

e all components are mounted
on the top

-

@

a

Wall-mounted socket outlet
splash-proof IP44

e mechanically locked

e cable entry above, below
or behind

e all components are mounted
on the bottom

106

mechanically locked, lockable with padlock

Poles 3 5
105 Ampere 16
‘ a 90 90 90
b 180 180 180
c 119 120 122
c Switch contacts N 8 4
Weight [g/each] 596 657 695
Voltage 110 V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. . 3p = 6h 3p=9%h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 C31S151 C318251 C31S351 C315551
16 4 C415151 C415251 C418351 C415451 C415551
16 5 C515151 C515251 C518351 C515551
32 3 C325151 C325251 (C32S351 C325551
32 4 C425151 C425251 C42S5351 C425451 C425551
32 5 C52S5151 C528251 C52S351 C525551
Poles 3 4 &
:?g na M25 (2xM25) Ampere 16
n—
i g d = a 248 249 250
o @_T 41
b 146 146 146
& L o g
h M 3x25 3x25 @ 3x25
e ! AC 22A 20A 20A 20A
= i N zazs 0425) Switch contacts 2 8 4
Weight [g/each] 1123 1143 1183
Voltage 110V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
- - 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 C315102 C318202 C318302 C318502
16 4 C415102 C418202 C418302 C415402 C418502
16 5 C515102 C5158202 C515302 C5158502
32 3 C325102 C32S8202 C32S8302 C328502
32 4 C425102 C428202 C428302 C428402 C42S8502
32 5 C5258102 C52S8202 Cb525302 C528502

90

180

125

654

Packing
unit

1
1

253
150
3x25

32A

1208

Packing
unit
1
1
1

32

90

180

125

32

253

150

3x25

32A

1213

90

180

128

754

254

157

3x25

32A

12683
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CEE Switched interlocked
wall-mounted socket outlets

‘(o

Wall-mounted socket outlet
watertight IP67

e mechanically locked

e cable entry above, below
or behind

e all components are mounted
on the bottom

Wall-mounted socket outlet
watertight IP67

e HighPower version
e mechanically locked
e cable entry above, below
or behind
e housing can be rotated 180°
e all components are mounted
on the bottom

mechanically locked, lockable with padlock

Poles 3 4 5 3
i e |25 (2au25) Ampere 16
B j ———
= — a 248 249 250 253
% b 146 146 146 150
S o q g
M 3x25 | 8x25 | 3x25 | 3x25
s — AC 22A 20A | 20A  20A  32A
. N arans Switch contacts 2 8 4 2
Weight [g/each] 1130 1150 1190 1210
Voltage 110V~ 230V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. . 3p =6h 3p =9%h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:rl‘(iltng
16 3 C31S152 C318252 C318352 C318552 1
16 4 C41S152 C418252 C41S8352 C418452 C418552 1
16 5 C515152 C518252 C515352 C5158552 1
32 C325152 C325252 C325352 C325552 1
32 C425152 C425252 C425352 C425452 C425552 1
32 5 C528152 C525252 C528352 C528552 1
Poles g 4
i Ampere 63
440 162 162
i b 310 310
{ c 140 140
- d 240 240
e iR 11
: f 184 184
2040 9 9 9
Weight [g/each] 1810 1944
Voltage 110V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
- - 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:rl‘(iltng
63 3 C335153 (C335253 C335353 (C335553 1
63 4 C435153 C435253 (C435353 C435453 (C435553 1
63 5 C535153 (535253 C535353 (Cb535553 1

32
253
150

3x25

32A

1220

162
310
140
240
11
184

2083

254
157
3x25

32A

1270

107



CEE Switched interlocked
wall-mounted socket outlets
AsL@)sursum with DIN rail

mechanically locked, lockable with padlock

Advantages:

e enclosure in PC/ABS version

e compact and space-saving construction form

e usable as flange version on distributors and cabinets
e wired

rotating handle can be locked with padlock (40mm)
when turned off

mechanical locking:

after insertion and switching on, the plug is locked
after switching off and removing the plug,

the switch is locked

large connection space

wiring can be looped through for 16 A and 32 A

long version with flap window for 5 or 6 modules
integrated DIN rail EN 50022 for all standard fuses,
as well as Miniature circuit breakers, RCCBs, etc. with
cap installation size: 45 mm

pre-wired up to DIN rail

other configuration (switch below, flap window above)
upon request!

Poles 3 4 5 3 4 5
130 15 M25 (2xM25)
— Ampere 16 32
J 9 j =N
©— % a 358 359 360 363 363 364
| b 146 146 146 150 150 157
3 [ °dl o 7: S
7 ° 3 M 3x25  3x25 3x25 3x25 3x25 3x25
il
‘ AC 22A 20A 20A 20A 32A 32A 32A
‘?i@j _— Switch contacts 2 3 4 2 3 4
bz Weight [g/each] = 1483 1603 1643 1663 1673 1723
Wall-mounted socket outlet, P P A R
with DIN rail Voltage 110V~ 230 V~ 400 V~ 440 V~ 500 V~
splash-proof IP44 Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
) . . 3p = 6h 3p =9%h
¢ mechanically locked Designation 4h 4p/5p = %h 4p/5p = 6h 11h 7h
e cable entry above, below
or behind . . . . . Packing
o with DIN rail and window Ampere Poles Article no. Article no. Article no. Article no. Article no. unit
for 5 modules
« all components are mounted 16 3 C318110 C318210 C318310 C318510 1
on the bottom 16 4 C418110 C418210 C41S8310 C415410 C418510 1
16 5 C515110 C515210 C51S8310 C515510 1
32 3 C328110 C328210 C328310 C328510 1
32 4 C428110 C428210 C428310 C428410 C428510 1
32 5 C525110 C525210 C52S310 C525510 1
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CEE Switched interlocked
wall-mounted socket outlets
with DIN rail

N

Wall-mounted socket outlet,
with DIN rail

watertight IP67

e mechanically locked

e cable entry above, below
or behind

e with DIN rail and window
for 5 modules

e all components are mounted
on the bottom

Wall-mounted socket outlet,
with DIN rail

watertight IP67

e HighPower version

e mechanically locked

e cable entry above
or behind

e with DIN rail EN50022 for all
standard fuses (circuit breakers,
RCCBs)

e pre-wired up to DIN rail

e all components are mounted
on the bottom

mechanically locked, lockable with padlock

130 115 M25 (2xM25) POIes 3 4 5 3 4 5
- - Ampere 16 32
8/ : 9 j — |
# a 358 359 360 363 363 364
; b 146 146 146 150 150 17
3 b 2 q — g
¢ il i M 3x25 3x25 = 3x25  3x25 3x25  3x25
AC 22A 20A 20A 20A 32A 32A 32A
N —
o= | | SN Switch contacts 2 3 4 2 3 4
o Naumsoes Weight [g/each] = 1590 1610 1650 1670 1680 1730
Voltage 110 V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. 3p =6h 3p=9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:rl‘(iltng
16 3 C31S160 C31S260 C31S360 C31S560 1
16 4 C415160 C415260 C418360 C415460 C41S560 1
16 5 C515160 C515260 C515360 C51S560 1
32 C325160 C325260 C325360 C32S560 1
32 C42S8160 C425260 C42S360 C42S8460 C42S8560 1
32 5 C52S8160 C525260 C52S8360 C52S8560 1
Poles 4 5
Eﬁ 1 18 Ampere 63
= i
Plas a 496 496 496
g | Lol T
= L ¢ b 195 195 195
Bol ) od §
e e
g HoH AC 22A 63A 63A 63A
4 Ll 8 2 Switch contacts 3 4
Weight [g/each] 3107 3241 3380
Voltage 110V~ 230V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
= - 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:rl‘(iltng
63 3 C335160 C335260 C33S360 C33S560 1
63 4 C435160 C435260 C43S360 C435460 C43S560 1
63 5 C535160 C535260 C535360 C535560 1
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CEE Switched interlocked
wall-mounted socket outlets
with Neozed fuse base

Advantages:

e enclosure in PC/ABS version

e compact and space-saving construction form

e usable as flange version on distributors and cabinets

e wired

e rotating handle can be locked with padliock (40mm)
when switched off

® mechanical locking:
after insertion and switching on, the plug is locked
after switching off and removing the plug, the switch is locked

® large connection space

e wiring can be looped through for 16 A and 32 A

® |ong version with flap window

® integrated DIN rail EN 50022

e fuse
in version 16 A/32 A:

Neozed DO1, DO2; > 400 V: cylindrical fuse 14x51

in version 63 A:

fuse up to 400V with Neozed D02

° wired

e other configuration (switch below, window above)

upon request!

according to IEC 60309, EN 60309, VDE 0623

:?2 115 M25 (2xM25) Poles 3 4 5 3 4
o Ampere 16 32
—8- @j —
1€ #: a 358 359 360 363 363
| b 146 146 146 150 150
g by ° E = 3
9 © ? M 3x25  8x25  3x25 @ 3x25  3x25
il
‘ b 3 AC 22A 20A 20A 20A @ 32A  32A
T & | | g n :
- 2 L@ Switch contacts 2 3 4 2 3
b N\ 2xtazs (125) Weight [g/each] 1793 1813 1853 = 1873 = 1883
Wall-mounted socket outlet P I N R
splash-proof IP44 Voltage 110V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
* mechanically locked . . 3p =6h 3p =%
o with Neozed fuse base, Designation & 4p/5p=9h || 4p/5p =6h Uil i
for > 400V cylindrical fuse
component 14 x 51 Ampere Poles Article no. Article no. Article no. Article no. Article no. Pack.ltng
® up to 3 x M25 0D
* all components are mounted 16 3 C315120 C315220 315320 C318520 1
on the bottom
16 4 C418120 C415220 C418320 C418420 C418520 1
16 5 C518120 C518220 C518320 C518520 1
32 3 C325120 C32S220 C328320 C325520 1
32 4 C425120 C42S8220 C428320 C428420 C42S8520 1
32 5 C528120 Cb2S220 C528320 C52S8520 1

110

364

157

38x25

32A

1933
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CEE Switched interlocked
wall-mounted socket outlets
with Neozed fuse base

t
] -
' {"
" 0.
1 e
L
Wall-mounted socket outlet
watertight IP67

e mechanically locked

¢ with Neozed fuse base,
for > 400V cylindrical fuse
component 14 x 51

e up to 3 x M25

e all components are mounted
on the bottom

Wall-mounted socket outlet
watertight IP67

e HighPower version

e mechanically locked

e cable entry above
or behind

e fuse up to 400V with Neozed D02

e wired
e all components are mounted
on the bottom

according to IEC 60309, EN 60309, VDE 0623

Poles 3 4 5 3
] a Ve Ampere 16
@Tllj‘? %: ] a 358 359 360 363
b 146 146 146 150
3 1 1 3 M 3x25  3x25  3x25  3x25
rl
AC 22A 20A 20A 20A 32A
T
NamnY SN Switch contacts 2 3 4 N
§ Weight [g/each] ~ 1800 1820 1860 = 1880
Voltage 110 V~ 230V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. . 3p =6h 3p =9%h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:rl‘(iltng
16 3 C318170 C31S270 C318370 C31S570 1
16 4 C41S170 C418270 C41S370 C418470 C41S570 1
16 5 C51S170 C51S270 C51S370 C51S570 1
32 3 C325170 C32S5270 C32S370 C32S570 1
32 4 C42S8170 C428270 C42S8370 C428470 C428570 1
32 5 C52S8170 C528270 C528370 C52S8570 1
Poles 3 4
162
: ’- s W ‘ ’- 184 Ampere 63
== =0
,i, | a 496 496
g | Lo e
L bl b 195 195
ﬁi Q oa 9 — 3
5, \“[ét o b
g I 5T] AC 22A 63A 63A
- = Switch contacts 2 3
1 g — Weight [g/each] 2707 2841
Voltage 110 V~ 230 V~ 400 V~ 440 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
= - 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h
Ampere Poles Article no. Article no. Article no. Article no. Pa:rll(iltng
63 3 B33S16 B33S26 B33S36 1
63 4 B43S16 B43S26 B43S36 B43S46 1
63 5 B53S16 B53S26 B53S36 1

32
363 364

150 157

3x25 3x25

32A 32A

1890 1940

496

195

63A

2980

111



CEE Switched interlocked
wall-mounted socket outlets
protected with MCBs

AsL@)sursum

Wall-mounted socket outlet
watertight IP67

e HighPower version

e mechanically locked

e cable entry above
or behind

* MCB fuse

e wired

s

Wall-mounted socket outlet
splash-proof IP44

e with DIN rail for 5 modules

watertight IP67 upon request

112

according to IEC 60309, EN 60309, VDE 0623

o Poles 3 4 5
; "‘Tf“ = Ampere 63
FPTA Gl =
q —$< %‘ a 496 496 496
—B ﬂ\ = b 195 195 195
g ]
§ o AC 22A 63A 63A 63A
oo| °| |oo /f
= °5 ¥ Les é’?\t =] Switch contacts 2 3 4
S > Weight [g/each] 2707 2841 2980
Voltage 110V~ 230 V~ 400 V~ 440 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. 3p = 6h 3p=5h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h
Ampere Poles Article no. Article no. Article no. Article no. Pa:rl'(iitng
63 3 B33S17 B33S27 B33S37 1
63 4 B43S17 B43S27 B43S37 B43S47 1
63 5 B53S17 B53S27 B53S37 1
CEE Wall-mounted socket outlets
with protection
according to IEC 60309, EN 60309, VDE 0623
Poles 3 4 5 3 4 5
i Ampere 16 32
16 15
7% o Di] e a 248 249 250 253 253 254
b 146 146 146 150 150 17
I .
== #7 M 3x25 | 3x25 3x25 3x25 3x25 3x25
b
Weight [g/each] ~ 1048 1057 1087 1125 1125 1162
Voltage 110V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
L 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no. Pa:l!l(iitng
16 3 B31S10 B31S20 B31S30 B31S50 1
16 4 B41S10 B41S20 B41S30 B41S40 B41S50 1
16 5 B51S10 B51S20 B51S30 B51S50 1
32 3 B32S10 B32S20 B32S30 B32S50 1
32 4 B42S510 B42520 B42S30 B42S40 B42S50 1
32 5 B52S10 B52S20 B52S30 B52S50 1
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e with Neozed fuse base,
for 500 V cylindrical fuse 14 x 51

\ ¥

Wall-mounted socket outlet

watertight IP67

¢ with Neozed fuse base,
for 500 V cylindrical fuse 14 x 51

CEE Wall-mounted socket outlets
with protection

\

Wall-mounted socket outlet
splash-proof IP44

according to IEC 60309, EN 60309, VDE 0623

Poles 3 4 5
=9 Ampere 16
‘ 116 | 115
T O ERlE= a 248 249 250
b 146 146 146
e o
ol E
== <'7 M 3x25  3x25  3x25
U S—
Weight [g/each] 1158 1267 1297
Voltage 110 V~ 230 V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
= - 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 B31S11 B31S21 B31S31 B31S51
16 B41S11 B41521 B41S31 B41S41 B41S51
16 5 B51S11 B51S21 B51S31 B51S51
32 3 B32S11 B32S21 B32S31 B32S51
32 4 B42S11 B42S21 B42S31 B42S41 B42S51
32 5 B52S11 B52S21 B52S31 B52S51
Poles 3 4 5
o A 16
‘ 116 | . mpere
7 LERR=
O i} I[ a 248 249 250
21 AN o b 146 146 146
() _L = 2 1
B e el M 3x25  3x25  3x25
b
Weight [g/each] 1265 1274 1304
Voltage 110 V~ 230V~ 400 V~ 440 V~ 500 V~
Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
. . 3p =6h 3p =9h
Designation 4h 4p/5p = 9h 4p/5p = 6h 11h 7h
Ampere Poles Article no. Article no. Article no. Article no. Article no.
16 3 B31S16 B31S26 B31S36 B31S56
16 4 B41S16 B41S26 B41S36 B41S46 B41S56
16 5 B51S16 B51S26 B51S36 B51S56
32 3 B32S16 B32S26 B32S36 B32S56
32 4 B42S16 B42526 B42S36 B42S46 B42S56
32 5 B52S16 B52S26 B52S36 B52S56

32

253 253 254

150 150 157

3x25  3x25  3x25

1334 1334 1372

Packing
unit

1
1

32

253 253 254

150 150 157

3x25  3x25  3x25

1341 1341 1379

Packing
unit

1
1
1
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CEE Wall-mounted socket outlets
AsL@)sursum with protection

according to IEC 60309, EN 60309, VDE 0623

Poles 3 4 5 3 4 5
‘ = ‘ e Ampere 16 32
I LEl —
G_o_ Lt I[ a 248 249 250 253 253 254
‘ . § B b 146 = 146 146 150 150 157
i l & o o )
e
b s 3 M 3x25  8x25  3x25  3x25  Ox25  8x25
b
Weight [g/each] 1265 1274 1304 1341 1341 1379
Wall-mounted socket outlet I R R
splash-proof IP44 Voltage 110V~ 230 V~ 400 V~ 440 V~
o o Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz
e with Miniature circuit breaker
In-C Designation 4h EEn LpoG 11h
N 4p/5p = 9h 4p/5p = 6h
watertight IP67 upon request i
9 P 9 Ampere Poles Article no. Article no. Article no. Article no. Pa:rl‘(iltng
16 3 B31513 B31523 B31S33 1
16 4 B41S13 B41S23 B41S33 B41S43 1
16 5 B51513 B51523 B51S33 1
32 3 B32513 B32523 B32S33 1
32 4 B42513 B42523 B42S33 B42S43 1
32 5 B52513 B52523 B52S33 1
Poles 3 4 5 3 4 5

(T —
|-40_]

‘ 'ng - Ampere 16 32
X - o— 0 a 248 249 250 253 253 254

LN _

o -
M 3x25  3x25  3x26  3x25 «3x25 « 3x25
Weight [g/each] 1265 1274 1304 1341 1341 1379

196
-
-
I
230

b 146 146 146 150 150 167

o

Wall-mounted socket outlet P N R
splash-proof IP44 Voltage 110 V~ 230 V~ 400 V~ 440 V~
) Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz

e with RCCB Iany 30 mA ) ) 3p=6h 3p = 9h

Designation 4h 11h
) 4p/5p = 9h 4p/5p = 6h
watertight IP67 upon request
. A q n Packing
Ampere Poles Article no. Article no. Article no. Article no. unit

16 3 B31S14 B31524 B31S34 1
16 4 B41S14 B41S24 B41S34 B41S44 1
16 5 B51S14 B51S24 B51S34 1
32 3 B32S14 B32S24 B32S34 1
32 4 B42S14 B42S24 B42S34 B42S44 1
32 5 B52S14 B52S24 B52S34 1
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housing size 225 x 118 mm
splash-proof IP44, wired

CEE Socket outlet combination
225+1

splash-proof IP44 1861
cable feed:

2 x M25 on each side
housing size WxHxD
225x 118 x 131 mm
(without extensions)

JN

[7al ~T

[

18541
11841
10241

Example of fitting

Socket outlet combination possibilities

e cable feed:
2 x M25 on each side

e 2 standard fittings to choose from

Fitting

CEE socket outlets 1x5/16 A 1x56/32 A
SCHUKO socket outlets

RCCBs

MCB/fuse

Infeed plug 1x5/16A 1 x5/32A
Article no. Z57.16 Z57.36
Note

144 £1

129 #1
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Your exact planning
+ our precise implementation

” = optimum result

Variety is what we offer, individuality is our aspiration.
With ABL SURSUM you have every possibility. You can either
choose a product from our broad range which best suits the
application you have in mind, or you can avail of our planning
form here to tell us about your requirements and leave your
individual solution to our specialists.

alternative

connection

possibilities
needed!

Rees
#/40/0.03 #

Cable feed
from below

Simply fill out the form here

and fax it to ABL SURSUM
or send your request/order
I by e-mail to us:
kombis@abl-sursum.com

You can also fill out the form online at
www.abl-sursum.com/planungsformular.html



Planning form

(O Requests (O Orders

Company

Street

Zip code, City

Tel, Fax

E-mail

Your electrical wholesaler

Customer-specific socket outlet combinations

Please send by fax to: +49 (0)9123/188-180

Item

Quantity

Type description

Desired delivery date

Date, signature

Your contact person at your electrical wholesaler

Housing (O splash-proof IP44

(O Wall-mounted housing, polyamide
O Power cubes, can be suspended, polyamide
O Socket outlet case, carryable, polyamide

O Weather protection hood, VA, for wall-mounted housing

O Pillar, VA, for weather protection hood

(O water-jet protected IP65

(O Wall-mounted housing, solid rubber

O Multiple socket outlet, solid rubber

O Socket outlet case, carryable, polyamide
(O Free-standing distribution unit, solid rubber

O

RCCBs O no O 2pole

O Type A

O 4 pole
(sensitive to pulse current)

Type B

current)

(sensitive to universal

Nominal current O 25A O 40A (O 63A O 80A O A
Nominal residual current () 0.01 A O 0.03A Oo03A O o0s5A O A
Fitting Socket outlet type Fuse

Quantity |No. of poles| Voltage Time MCB Neozed NH

see page 27 e.g. B16T1 e.g. D02 - 3-pole

SCHUKO
CEE 16 A
CEE 32A
CEE 63 A
CEE 125 A
RJ45
Others
Connection Feed cable (O from above (O from below (O for looping through
Cable cross-section mm? plug
e.g. HO7RN-F 5x16 mm? e.g. CEE5/16 A
Length m Infeed plug

No. of poles/nominal current/voltage

contact terminal

e.g. 2x5x25 mm?

Installation size limits Note
Width mm
Height mm
Depth mm
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Where innovation is a tradition

= Setting market standards with new developments has always been
a fundamental concern for ABL SURSUM. Such is the idea behind
the SCHUKO system, to this day one of the most popular plug
connection systems in the world and the creation of ABL founder
Albert Buttner.

¥y
1923-1933 |

The first screw-in circuit breaker with an electromagnetic release
was created at SURSUM, founded in 1912 by Wilhelm Leyhausen.
These two inventions were the prelude to a series of innovative
developments which have gave the two companies a central role in
the annals of consumer electronics for decades.

In 1986 the two traditional medium-sized companies merged;
plug connection specialist ABL and circuit breaker specialist
SURSUM formed one highly productive company —
now known as ABL SURSUM Bayerische Elektrozubehodr
GmbH & Co.KG.




The product range of
ABL SURSUM

Regardless of whether you need building installation, industrial
installation, switchgear manufacturing or cable pre-assembly:
Whatever you need, you can be sure that you will find the right
solution in our extensive range of approx. 7,000 products.

If you need a specific solution, let us know — our experts will find it!

New products for new market requirements

Even today, ABL SURSUM is continuously developing new
innovative market-driven products to ensure constant development
of installation technology.

We meet the daily installation demands for ever more effectiveness
and speed with our screwless clamping technology “plug2power”,
to be found in our miniature circuit breakers, our distribution
boards, CEE plug connections, socket outlets and outlet
boxes.

Our new generation of miniature circuit breakers, with their
completely new design and technology, are divided into the three
product ranges S, SL and T, and allow us to offer you numerous
advantages in terms of functionality, compatibility, and quality.
This has created an ideal complete system for the wide-ranging
installation requirements for both craftsmen and industry.

These products are so attractive because of the low height, clear
design, clearly legible labels and the new mounting system, which
allows for removing from a busbar combination - below (“singlefix”)
with the S and SL series and both above and below with the

T series (“twinfix”).

Miniature circuit breakers

are also available as UL 508 “

and CSA-22.2 No.14 versions G ® L US
with the B,C,D,E,Gand Z

characteristics. LlSTED
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MADE IN
GERMANY
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RCCBs, RCBOs

ABL SURSUM offers an extensive range of RCCBs to provide
protection from dangerous shock currents or as fire-protection
measures.

Regardless of whether you need a short-time delayed switch-off
e.g. for the operation of suppressor capacitors or need a selective
switch-off, whether it needs to be sensitive to pulsating current or
universal current, you will find what you need in our range.
Combined RCBOs offer the possibility of implementing these
person and line protection measures in one device.

DIN rail panel products

Off and toggle switches, 1 or multiple poles, with or without light
signals, buttons, SCHUKO sockets for DIN-rails, installation/
storage/control and time relays, mechanical impulse switches,
touch dimmers, network activators, installation contactors, stair-
case lighting timers, time switches and transformers — our range of
DIN rail panel products is as varied as the requirements of modern
domestic installation.




Distribution boards

And to make sure that these DIN rail panel products can be
installed in a proper manner and more importantly as specified,
we of course also supply distribution boards in different sizes
and versions.

Motor protective circuit breakers

Motor protective circuit breakers to be installed internally or
externally, in MS or MA versions for all kinds of purposes, each
with extensive system accessories - as well as transformer
protective circuit breakers, are also an important part of

ABL SURSUM’s catalogue.

121



AsL@)sursum

122

Plugs and sockets

We provide the best CEE connections: for plugs and connectors,
appliance/ wall-mounted/ flanged socket outlets, input plugs,
inverter plugs, container/ extra-low voltage/ boat and caravan plug
connections, on adapters or multiple plugs...

CEE plugs and sockets by ABL SURSUM can do more than just
transfer electricity. They support everyday work effectively and
reliably, because they withstand the toughest conditions.

It doesn‘t matter whether they are subjected to cold or heat,

dust and water or pressure, strain and impact in the most diverse
requirements in extreme working conditions. You can rely on our
products — in every situation, no matter where.

Floor socket outlets

Rooms are more and more often planned down to the smallest
detail. Our exclusive Design socket outlets are made from cast-
aluminium-bronze and fit ideally into all sophisticated office and
living quarters and come in different sizes and colours.

We also supply floor socket outlets in die-cast aluminium.
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SCHUKO plug connections

Naturally, the inventor of the SCHUKO system has a large selection
of SCHUKO plug connections in its product range.

This range of products is actually so extensive that even experts are
constantly surprised!

Industrial Ethernet connec-
tions, socket outlets, outlet
boxes, supply connections
for boats and caravans,
Perilex plug connections,
international plug connec-
tions and so much more ...
Describing a product range
of over 7,000 articles would
go beyond the scope of this
publication.

Detailed information can be

found at:
www.abl-sursum.com
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Article no. Page Article no. Page Article no. Page
8990900 16 B31513 114 B41S41 113
3E 1461 68 B31S14 114 B41S43 114
3E31.24 67 B31516 113 B41S44 114
3E32.23 67 B31S20 112 B41S46 113
3E51.34 67 B31S21 113 B41S50 112
3E52.34 67 B31523 114 B41S51 113
4E 1461 68 B31524 114 B41S56 113
5E 1461 68 B31526 113 B42S10 112
B 45.00 54 B31S30 112 B42S11 113
B 45.01 92 B31S31 113 B42513 114
B 45.02 92 B31S33 114 B42S14 114
B 45.03 90 B31S34 114 B42516 113
B 45.04 54 B31S36 113 B42S20 112
B 48.00 86 B31S50 112 B42S21 113
B 48.01 86 B31S51 113 B42523 114
B 52.00 36 B31S56 113 B42S24 114
B 52.01 36 B32S10 112 B42526 113
B 53.00 39 B32S11 113 B42S30 112
B 53.01 39 B32513 114 B42S31 113
B 54.00 57 B32S14 114 B42S33 114
B 54.01 57 B32S16 113 B42S34 114
B 55.01 94 B32S20 112 B42S36 113
B 55.02 94 B32S21 113 B42S40 112
B 58.01 80 B32S23 114 B42S41 113
B 58.02 80 B32524 114 B42543 114
B 59.00 41 B32S26 113 B42S44 114
B 59.01 43 B32S30 112 B42546 113
B 59.02 41 B32S31 113 B42S50 112
B 59.03 43 B32S33 114 B42S51 113
B 60.00 46 B32S34 114 B42S56 113
B 60.01 50 B32S36 113 B43S16 111
B 60.02 46 B32S50 112 B43S17 112
B 60.03 50 B32S51 113 B43S526 111
B 60.04 48 B32S56 113 B43S27 112
B 68.00 72 B33S16 111 B43S36 111
B 68.01 72 B33S17 112 B43S37 112
B 68.02 75 B33S26 111 B43S46 111
B 68.10 72 B33S27 112 B43S47 112
B 68.11 72 B33S36 111 B51S10 112
B 68.12 75 B33S37 112 B51S11 113
B 73.00 100 B41S10 112 B51513 114
B 73.01 96 B41S11 113 B51514 114
B 73.02 98 B41S13 114 B51516 113
B 73.03 101 B41S14 114 B51S20 112
B 78.00 78 B41S16 113 B51521 113
B 78.01 76 B41S20 112 B51523 114
B 78.02 79 B41S21 113 B51524 114
B 78.10 78 B41S23 114 B51526 113
B 78.11 76 B41S24 114 B51S30 112
B78.12 79 B41S26 113 B51S31 113
B 88.00 82 B41S30 112 B51S33 114
B 88.01 82 B41S31 113 B51S34 114
B 98.00 84 B41S33 114 B51S36 113
B 98.01 84 B41S34 114 B51S50 112
B31S10 112 B41S36 113 B51S51 113

B31S11 113 B41S40 112 B51556 113




Article number directory

Article no.

B52510
B52511
B52513
B52S514
B52516
B52520
B52521
B52523
B52524
B52526
B52S30
B52S31
B52S33
B52S34
B52S36
B52S50
B52S51
B52S56
B53516
B53§17
B53526
B53527
B53536
B53S37
C315100
C31S101
C315102
C318110
C315120
C315150
C315151
C315162
C315160
C315170
C315200
C315201
C318202
C315210
C318220
C315250
C315251
C318252
C315260
C318270
C318300
C318301
C318302
C318310
C318320
C318350
C31S351
C31S352
C318360
C318370
C318500
C31S501

Page

112
113
114
114
113
112
113
114
114
113
112
113
114
114
113
112
113
113
111
112
111
112
111
112
104
105
106
108
110
105
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
105

Article no.

C318502
C318510
C318520
C318550
C318551
C318552
C318560
C318570
C325100
C325101
C325102
C325110
C325120
C325150
C325151
C325152
C325160
C325170
C325200
C32S8201
C3258202
C328210
C328220
C328250
C325251
C328252
C325260
C328270
C32S300
C328301
C328302
C328310
C328320
C32S88350
C328351
C328352
C328360
C328370
C3258500
C328501
C328502
C328510
C328520
C328550
C32S551
C328552
C325560
C328570
C335153
C335160
C335253
C335260
C335353
C338360
C335553
C338560

Page

106
108
110
105
106
107
109
111
104
106
106
108
110
105
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
106
106
108
110
105
106
107
109
111
107
109
107
109
107
109
107
109

Article no.

C415100
C418101
C4158102
C418110
C418120
C415150
C415151
C415152
C415160
C418170
C415200
C418201
C415202
C418210
C418220
C41S250
C418251
C418252
C415260
C418270
C418300
C418301
C418302
C418310
C418320
C418350
C418351
C41S352
C418360
C41S370
C415400
C418401
C418402
C418410
C418420
C415450
C415451
C418452
C41S460
C418470
C41S500
C418501
C418502
C41S510
C418520
C41S550
C418551
CA418552
C418560
C418570
C425100
C425101
C425102
C425110
C425120
C425150

Page

104
105
106
108
110
106
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
105
106
108
110
106
106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
106
106
108
110
105

Article no.

C425151
C4251562
C425160
C425170
C425200
C425201
C425202
C425210
C4258220
C425250
C428251
C428252
C425260
C428270
C428300
C428301
C428302
C428310
C42S8320
C42S8350
C425351
C428352
C42S8360
C42S8370
C425400
C428401
C4258402
C425410
C425420
C425450
C425451
C425452
C425460
C425470
C42S500
C428501
C428502
C428510
C4258520
C42S550
C425551
C42S8552
C425560
C42S8570
C4351583
C435160
C435253
C435260
C43S353
C435360
C435453
C435460
CA43S553
C43S560
C515100
C51S8101

Page

106
107
109
111
104
105
106
108
110
105
106
107
109
111
104
106
106
108
110
105
106
107
109
111
104
105
106
108
110
106
106
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109
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105
106
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110
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106
107
109
111
107
109
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109
107
109
107
109
107
109
104
105
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Article no. Page Article no. Page Article no. Page Article no. Page
C518102 106 C525260 109 7 48.20 87 758.12 81
C515110 108 525270 111 Z 48.31 87 758.16 81
515120 110 C525300 104 Z51.01 35 75817 81
C515150 105 C52S301 105 Z51.02 35 758.18 81
C51S151 106 528302 106 Z51.05 35 758.48 81
C518152 107 C525310 108 751.32 35 Z58.72 81
C51S160 109 528320 110 752.02 37 7 58.74 81
C518170 111 C525350 105 752.03 38 7 59.01 45
515200 104 528351 106 Z52.07 37 7 59.02 44
515201 105 C525352 107 7 52.09 38 Z59.05 44
C518202 106 525360 109 Z52.10 38 7 59.06 44
515210 108 528370 111 Z52.11 37 7 59.07 44
C518220 110 C525500 104 75213 38 759.08 44
515250 105 528501 105 75215 38 7 59.09 42
C518251 106 C525502 106 752.22 37 759.10 44
518252 107 C528510 108 752.24 38 759.16 44
C515260 109 C525520 110 75225 38 759.25 44
C518270 111 525550 105 752.27 37 7 59.26 45
C51S300 104 528551 106 752.32 37 759.32 45
C51S301 105 525552 107 Z252.34 37 7 59.36 45
518302 106 528560 109 752.37 37 7 59.40 42
C51S310 108 C525570 111 7 53.01 40 Z60.00 47
518320 110 535153 107 753.04 40 Z 60.01 52
C51S350 105 C535160 109 7 53.14 40 Z 60.02 51
C51S8351 106 533253 107 Z53.15 40 7 60.03 52
518352 107 C535260 109 7 54.02 58 7 60.04 51
C518360 109 533353 107 7 54.06 59 7 60.05 52
518370 111 C53S360 109 Z54.11 58 7 60.06 51
C51S500 104 C533553 107 75414 58 Z60.10 52
C51S501 105 C53S560 109 725415 59 7 60.13 53
C518502 106 STS5460 63 75417 59 7 60.14 52
C518510 108 WSD54 63 75418 59 Z60.15 51
C518520 110 WSDeo 63 Z54.19 59 760.16 51
C51S550 105 Z30.01 67 7 54.20 60 Z 60.21 47
513551 106 Z30.02 67 754.22 58 Z60.22 47
C51S552 107 Z30.05 67 Z54.23 60 Z60.23 47
C515560 109 Z30.06 67 754.26 61 7 60.27 49
C51S8570 111 Z45.01 55 Z54.32 58 7 60.28 49
525100 104 Z45.02 55 754.33 59 Z 60.31 47
525101 105 Z45.03 55 7 54.36 58 7 60.32 51
0525102 106 Z45.04 55 Z54.45 60 Z60.33 52
C525110 108 Z45.05 55 Z54.55 60 7 60.34 52
5258120 110 Z 45.06 55 7 54.64 58 7 60.36 51
C525150 105 Z 45.07 55 Z54.66 58 7 60.37 51
5258151 106 Z45.08 55 7 54.67 59 760.38 49
5258152 107 Z45.09 56 Z 54.69 59 Z 60.66 52
C525160 109 Z45.10 56 755.12 95 7 68.05 74
525170 111 Z 4511 91 Z55.16 95 7 68.06 73
525200 104 Z4512 91 75517 95 7 68.07 74
525201 105 Z4513 93 Z55.18 95 7 68.08 73
C525202 106 Z45.14 93 755.48 95 768.15 74
525210 108 24515 93 Z55.71 95 768.16 73
525220 110 Z45.16 93 755.72 95 768.17 74
0525250 105 Z48.00 87 Z55.74 95 768.18 73
528251 106 Z48.10 87 Z57.16 115 768.35 73
528252 107 Z48.11 87 7 57.36 115 7 68.42 74
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Article no. Page
7 68.54 73
Z73.01 101
27312 97
Z73.13 99
27314 99
Z273.15 99
273.16 97
273.27 97
273.32 97
Z73.36 99
Z73.37 97
Z73.46 99
Z78.06 77
Z278.07 7
278.08 77
278.16 7
27817 77
Z778.46 7
7 88.01 83
Z98.01 85
735.0DG 68
ZDL304 68
Z1.30.02 68
ZR50.00 81
ZT130.08 68
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